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MCR protection for 2-pole power supply

MCR protection for 2-pole power supply with remote sig-
nalling, 230 V AC

Highest
continu-
ous
voltage
Type V
VF230-AC-FS 255

VF230-AC-FS

U max AC

SPD to EN 61643-11

SPD to IEC 61643-11

Lightning protection zone LPZ
Nominal discharge current (8/20)

Maximum discharge current (8/20 ps) | ..

Rated current

Protection level wire-wire

Protection level wire-earth
Response time

Temperature range

Protection rating

Division unit TE (17.5 mm)
Connection cross-section, rigid
Connection cross-section, multi-wire
Connection cross-section, flexible

Pack Weight
Piece kg/100 pc. Item no.
1 6.910 5097858

U, AC 255V

n

I

<@

Type 3

Class lll

2-3

2,5 kA

7 kA

20 A

<1060 V
<1400V
<25ns
-40-+80 °C
IP 20

1

0.14 - 2.5 mm?
0.14-2.5 mm?2
0.14 - 2.5 mm?

Surge protection / fine power protection, type 3, to EN 61643-11 with
remote signalling

« With remote signalling, potential-free changeover contact, for func-
tion monitoring

« Suitable for AC systems

« With visual function display

« With easy mounting, screwless connection terminals

« In space-saving 17.5 mm grid

*Y circuit

Application: Universal use on 35 mm DIN profile rails in any standard
distributor housing.

Connection options
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Magnetic cards and holders

&)

Type
PCS-H

Magnetic card holder for mounting PCS cards.

* Sealable holder

« For installing on round conductor Rd 8-10

« Simple holder installation by means of clamp
*1PU =10 pieces

Pack Weight
PU  kg/100 PUs Item no.
1 31.000 5091527

Magnetic card holder PCS-H
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Ex area

=

OEIC

ATI > 25 5

MDP EX family

MCR protection for Ex areas

Surge protection in potentially explosive areas is an
important topic. Here, it is important to protect costly
measuring technology against the influence of surge
voltages through atmospheric discharge. OBO
lightning barriers are tested for intrinsic safety (ia) and
are independently certified. With a high arresting
capacity of 10 kA, they offer optimum protection for
four-pole measurement and control applications.
Different voltage variants offer a wide range of
applications.

244

Protection device for multi-wire systems (4-
pole)

Direct shield earthing

Easy-mounting, screwless connection option
Space-saving width of just 8.7 mm

Ex-tested for intrinsically safe measuring

circuits
High frequency bandwidth up to 100 MHz
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EX series protection devices

CCEEEI®®

100
475

Lightning barrier for intrinsically safe measuring circuits

« Protection device for multi-wire systems
« Direct shield earthing and screwless connection terminals
« Space-saving width of just 8.7 mm

« High frequency range of 0-100 MHz Type

« ATEX approval: Il 2(1) G Ex ia [ia Ga] IIC T4 (BVS 11 ATEX E MDP-4 D-5-EX

131 X)

* UL-listed (4UM2)

Application: Universal use on 35 mm DIN profile rail in any stan-

dard distribution housing.

Connection options MDP-4 D-5-EX

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,

Category

Lightning protection zone LPZ
Number of poles

Rated current

Series resistance per wire
Impulse durability wire-wire
Impulse durability wire-earth
Total discharge current (8/20)
Total discharge current (10/350)
Protection level wire-wire
Protection level wire-earth
Frequency range

Temperature range

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Connection cross-section, flexible
Connection cross-section, multi-wire
Connection cross-section, rigid
Earthing via:

EX approval

Testing standard

Approvals

Max. Max.

contin- contin-

uous  uous  Num-
voltage voltage ber
AC DC of

Vv \ poles
7 10 4

7V

10V

Type 1+2+3 / D1+C2+C1
0-3

4

0.58 A

235Q+5%

C1: 0,5 KV /0,25 kA (8/20ps)
C2: 5KV /2,5 kA (8/20us)
10 KA

D1: 2 kA

<35V

<800V

0-100 MHz

-40-+80 °C

DIN rail

Terminal

P20

Yes

Direct

0.14 - 2.5 mm?

0.14 - 1.5 mm?

0.14 - 2.5 mm?

DIN rail

11 2(1)G Ex ia [ia Ga] IIC T4 Gb
IEC 61643-21

uL

Series protection device, 4-pole, 5V version

Pack Weight
Piece kg/100 pc. Item no.
1 5.800 5098412

@8 oE0
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EX series protection devices

Series protection device, 4-pole, 24 V version

Max. Max.
contin- contin-
uous  uous  Num-

voltage voltage ber

AC DC of Pack Weight
Type \ \ poles Piece kg/100 pc. Item no.
MDP-4 D-24-EX 20 28 4 1 5.800 5098432
MDP-4 D-24-EX
Maximum continuous voltage AC U, 20V
Maximum continuous voltage DC U, 28 V
Category Type 1+2+3 / D1+C2+C1
Lightning protection zone LPZ 0-3
Number of poles 4
Rated current I, 0.58A
Series resistance per wire 235Q+5%

Impulse durability wire-wire

Impulse durability wire-earth

Total discharge current (8/20)

Total discharge current (10/350)
Protection level wire-wire

Protection level wire-earth
Frequency range

Temperature range ]
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Connection cross-section, flexible
Connection cross-section, multi-wire
Connection cross-section, rigid
Earthing via:

EX approval

Testing standard

Approvals

C1: 0,5 KV /0,25 kA (8/20ps)
C2: 5KV /2,5 kA (8/20us)
10 kA

D1: 2 kA

<55V

<800V

0-100 MHz

-40-+80 °C

DIN rail

Terminal

P20

Yes

Direct

0.14 - 2.5 mm?

0.14 - 1.5 mm?

0.14 - 2.5 mm?

DIN rail

11 2(1)G Ex ia [ia Ga] IIC T4 Gb
IEC 61643-21

uL

100
475

Lightning barrier for intrinsically safe measuring circuits

« Protection device for multi-wire systems

« Direct shield earthing and screwless connection terminals

* Space-saving width of just 8.7 mm

« High frequency range of 0—100 MHz

* ATEX approval: [l 2(1) G Ex ia [ia Ga] IIC T4 (BVS 11 ATEX E
131 X)

* UL-listed (4UM2)

Application: Universal use on 35 mm DIN profile rail in any stan-
dard distribution housing.

Connection options

OE0 e
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EX series protection devices

CCEEEI®®

100
475

Lightning barrier for intrinsically safe measuring circuits

« Protection device for multi-wire systems

« Direct shield earthing and screwless connection terminals

« Space-saving width of just 8.7 mm

« High frequency range of 0-100 MHz Type
* ATEX approval: Il 2(1) G Exia [ia Ga] IIC T4 (BVS 11 ATEX E
131 X)

* UL-listed (4UM2)

Application: Universal use on 35 mm DIN profile rail in any stan-
dard distribution housing.

Connection options MDP-4 D-48-EX

Maximum continuous voltage AC
Maximum continuous voltage DC
Category

Lightning protection zone LPZ
Number of poles

Rated current

Series resistance per wire
Impulse durability wire-wire
Impulse durability wire-earth

Total discharge current (8/20)
Total discharge current (10/350)
Protection level wire-wire
Protection level wire-earth
Frequency range

Temperature range

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Connection cross-section, flexible
Connection cross-section, multi-wire
Connection cross-section, rigid
Earthing via:

EX approval

Testing standard

Approvals

MDP-4 D-48-EX

Uc
Uc

Max. Max.

contin- contin-

uous  uous  Num-
voltage voltage ber
AC DC of

\ Vv poles
4 58 4
41V

58 V

Type 1+2+3 / D1+C2+C1
0-3

4

0.58 A

235Q+5%

C1: 0,5 KV /0,25 kA (8/20ps)
C2: 5KV /2,5 kA (8/20us)
10 KA

D1: 2 kA

<95V

<800V

0-100 MHz

-40-+80 °C

DIN rail

Terminal

P20

Yes

Direct

0.14 - 2.5 mm?

0.14 - 1.5 mm?

0.14 - 2.5 mm?

DIN rail

11 2(1)G Ex ia [ia Ga] IIC T4 Gb
IEC 61643-21

uL

Series protection device, 4-pole, 48 V version

Pack Weight
Piece kg/100 pc. Item no.
1 5.800 5098452

@ oB0
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Ex area

Petrol Field Protector FDB

MCR protection for explosive areas

With the Petrol Field Protector for data cable
protection devices, OBO Bettermann can offer a surge
protective device for sensors in potentially explosive
areas. The Petrol Field Protector permits two or three-
pole protection of all kinds of sensors. The protection
device can be fastened directly on the sensor and
wired in using the appropriate metric or NPT thread.
The robust VA housing means that aggressive
atmospheres are no problem. The intrinsic safety of
the Petrol Field Protector has been independently
tested and certified. The Petrol Field Protector is your
partner for safety-relevant applications in which
effective surge protection must be guaranteed.

248

For potentially explosive areas

Two or three-pole protection of various
sensors

Metric or NPT thread

Robust VA housing

High arresting capacity




EX field device technology

CCEE® 516

Protection for field devices, 2-pole, 24 V, metric

(o)
)

\=
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M20x1.5

Petrol Field Protector FDB for intrinsically safe measuring circuits

and bus systems

* Metric connection technology

« Low protection level at high current load

» Easy mounting on field devices

* Negligible internal capacitance and inductance

Type

« Stainless steel housing with pressure-resistant encapsulation
» ATEX approval: Il 2(1) G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10

ATEX E 048)

Application: Flow sensors, temperature sensors

Connection options

1 o
PE
7 o

FDB-2 24-M

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,

Category

Lightning protection zone LPZ
Number of poles

Impulse durability wire-wire
Impulse durability wire-earth
Total discharge current (8/20)
Protection level wire-wire
Protection level wire-earth
Temperature range
Installation type

Protection rating

Mounting of input / output

Mounting of field / device side:

Earthing via:
Housing material
EX approval
Testing standard

FDB-2 24-M

contin- contin-
uous  uous
voltage voltage

AC DC
\ \ Version
22 32 2-pole; metric

22V

32V

Type 2+3 / C2+C1

1-3

2

C1:0,5kV /0,25 KA (8/20us)
C2:5kV /2,5 kA (8/20ps)
10 KA

<80V

<800 V

-20-+70 °C

Screw-on

IP65/67

M20 x 1.5 external thread
Connection cable 1.5 mm?
Length ™ 250 mm
Connection cable

V2A

Pack Weight
Piece kg/100 pc. Item no.
1 18.500 5098380

II'2(1)G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX E 048)

IEC 61643-21

@88 oe0
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EX field device technology

LPZ
CeEE®

Protection for field devices, 3-pole, 24 V, metric

__~250 _, 75
55
n
=< 23
o
N
>
Max.  Max. Petrol Field Protector FDB for intrinsically safe measuring circuits and
contin- contin- bus systems
uous  uous
voltage voltage » Metric connection technology
AC DC Pack Weight « Low protection level at high current load
Type % \% Version Piece kg/100 pc. Item no. + Easy mounting on field devices
FDB-324-M 22 32 3pole; metric 1 19.000 5098382 * Negligible internal capacitance and inductance

« Stainless steel housing with pressure-resistant encapsulation
» ATEX approval: Il 2(1) G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX
E 048)

Application: Flow sensors, temperature sensors

FDB-3 24-M Connection options

Maximum continuous voltage AC U, 22 V
Maximum continuous voltage DC U, 32 V

Category Type 2+3 / C2+C1
Lightning protection zone LPZ 1-3
Number of poles 3 1
Impulse durability wire-wire C1: 0,5 kV /0,25 kA (8/20us) 4$
Impulse durability wire-earth C2: 5kV /2,5 kA (8/20us) 2
Total discharge current (8/20) 10 kA
Protection level wire-wire <80V 3
Protection level wire-earth <800 V
Temperature range § -20-+70°C J
Installation type Screw-on PE
Protection rating IP65/67
Mounting of input / output M20 x 1.5 external thread
Mounting of field / device side: Connection cable 1.5 mm?
Length ™ 250 mm
Earthing via: Connection cable
Housing material V2A
EX approval I12(1)G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX E 048)

Testing standard IEC 61643-21



https://www.obo.en/article/sku/en-DE/5098382
https://www.obo.en/article/sku/en-DE/5098382
https://www.obo.en/article/sku/en-DE/5098382
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EX field device technology

CCEE® 516

(o)
)

\=

M20x1.5

Petrol Field Protector FDB for intrinsically safe measuring circuits
and bus systems

Protection for field devices, 2-pole, 24 V, NPT

Max. Max.
contin- contin-
uous  uous

« NPT connection technology voltage voltage

« Low protection level at high current load AC DC Pack Weight

+ Easy mounting on field devices Type % \% Version Piece kg/100 pc. Item no.
* Negligible internal capacitance and inductance FDB-2 24-N 22 32 2-pole; NPT 1 19.000 5098390

« Stainless steel housing with pressure-resistant encapsulation
» ATEX approval: Il 2(1) G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10
ATEX E 048)

Application: Flow sensors, temperature sensors

Connection options FDB-2 24-N

Maximum continuous voltage AC U, 22V
Maximum continuous voltage DC U, 32 V

Category
Lightning protection zone LPZ
1 o ! Number of poles

Impulse durability wire-wire
PE Impulse durability wire-earth
Total discharge current (8/20)
2 o ‘ Protection level wire-wire
Protection level wire-earth
Temperature range
Installation type
Protection rating
Mounting of input / output

Mounting of field / device side:

Earthing via:
Housing material
EX approval
Testing standard

Type 2+3 / C2+C1

1-3

2

C1:0,5kV /0,25 KA (8/20us)
C2: 5kV /2,5 kA (8/20us)
10 KA

<80V

<800 V

-20-+70 °C

Screw-on

IP65/67

1/2" NPT

Connection cable 1.5 mm?
Length ™ 250 mm
Connection cable

V2A

I 2(1)G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX E 048)
IEC 61643-21

@8 os0
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EX field device technology

Protection for field devices, 3-pole, 24 V, NPT

Max. Max.
contin- contin-
uous  uous
voltage voltage

AC DC Pack Weight
Type V \ Version Piece kg/100 pc. Item no.
FDB-324-N 22 32 3pole; NPT 1 19.500 5098392
FDB-3 24-N
Maximum continuous voltage AC U, 22 V
Maximum continuous voltage DC U, 32 V
Category Type 2+3 / C2+C1
Lightning protection zone LPZ 1-3
Number of poles 3

Impulse durability wire-wire
Impulse durability wire-earth

C1: 0,5 kV /0,25 kA (8/20us)
C2: 5kV /2,5 KA (8/20us)

Total discharge current (8/20) 10 kA
Protection level wire-wire <80V
Protection level wire-earth <800 V
Temperature range § -20-+70°C
Installation type Screw-on
Protection rating IP65/67
Mounting of input / output 1/2" NPT

Connection cable 1.5 mm?
Length = 250 mm

Mounting of field / device side:

LPZ
CeEE®

L ~250 75
55
I
g
b 23
o
N
=

Petrol Field Protector FDB for intrinsically safe measuring circuits and
bus systems

« NPT connection technology

« Low protection level at high current load

» Easy mounting on field devices

* Negligible internal capacitance and inductance

« Stainless steel housing with pressure-resistant encapsulation

* ATEX approval: Il 2(1) G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX
E 048)

Application: Flow sensors, temperature sensors

Connection options

=
.|

Earthing via: Connection cable
Housing material V2A
EX approval I 2(1)G Ex ia [ia Ga] IIC T4..T6 Gb (BVS 10 ATEX E 048)

Testing standard IEC 61643-21



https://www.obo.en/article/sku/en-DE/5098392
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EX ISG spark gaps

EX ISG H spark gap

C€[_H[I

INMETRO

Pack Weight « Spark gap to VDE 0185-561-3 (IEC 62561-3)
Type Piece kg/100 pc. Item no. « Ex certificate to ATEX
EXISGH 1 41.360 5240030 « Labelling to EN 60079-0/-1: 1l 2 G Ex db IIC T6 Gb

« Labelling to EN 60079-0/-31: 11 2 D Ex td IlIC T80 °C Db IP67
« Ex certificate to IECEx

« Labelling to IEC 60079-0/-1: Ex db IIC T6 Gb

« Labelling to IEC 60079-0/-31: Ex td IIIC T80 °C Db IP67

« Ex certificate to INMETRO

« Labelling to ABNT NBR IEC 60079-0/-1: Ex db IIC T6 Gb

« Labelling to ABNT NBR IEC 60079-31: Ex tb llIC T80 °C Db
P67

Application: In potentially explosive areas zones 1/21 and 2/22,
indirect bridging of insulating flanges and insulating glands, e.g. in
cathodic, corrosion-protected (KKS) systems.

EXISG H Connection options

Connecting cable length om

Rated impulse sparkover voltage Urimp 1:25kV

Rated DC withstand voltage Uoc 354V 0

Rated power frequency withstand voltage U,,. 250 V r T

Power frequency spark-over voltage Uy 0.56kV ! '

Impulse discharge current (10/350) lmp 100 KA

Nominal discharge current (8/20) (R 100 kA v

Lightning current carrying capacity H/100 kA | F |

Temperature range 9  -20-+60 °C ‘ A ‘
L - 407 - J

OEC =
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EX ISG spark gaps

EX ISG H spark gap, with one cable

CEHIX 166 @

|

156
124
O

350

« Spark gap to VDE 0185-561-3 (IEC 62561-3) Pack Weight
« Ex certificate to ATEX Type Piece kg/100 pc. Item no.
« Labelling to EN 60079-0/-1: 11 2 G Ex db IIC T6 Gb EXISG H 350 1 57.260 5240031

« Labelling to EN 60079-0/-31: 11 2 D Ex td IIIC T80 °C Db IP67
« Ex certificate to IECEx

« Labelling to IEC 60079-0/-1: Ex db IIC T6 Gb

« Labelling to IEC 60079-0/-31: Ex td IlIC T80 °C Db IP67

« Ex certificate to INMETRO

« Labelling to ABNT NBR IEC 60079-0/-1: Ex db [IC T6 Gb

« Labelling to ABNT NBR IEC 60079-31: Ex tb [lIC T80 °C Db
IP67

Application: In potentially explosive areas zones 1/21 and 2/22,
indirect bridging of insulating flanges and insulating glands, e.g. in
cathodic, corrosion-protected (KKS) systems.

Connection options EX ISG H 350
Connecting cable length 0.35m
Rated impulse sparkover voltage Urimp 1:25 KV
S S Rated DC withstand voltage U,pc 354V
r j Rated power frequency withstand voltage U,,,. 250 V
! ' Power frequency spark-over voltage Uy 0.56kV
Impulse discharge current (10/350) lmp 100 kKA
v Nominal discharge current (8/20) R 100 KA
| F | Lightning current carrying capacity H/100 kA
‘ A ‘ Temperature range 9  -20-+60 °C
L - 407 - J
Connection components
. Connection cable — AL EX ISG
Dimen- 31
sion Pack Weight ﬁ
Type mm Piece kg/100 pc. Item no. o
AL EX I1SG 100 100 1 9.600 5240102
AL EX ISG 200 200 1 12.300 5240104
AL EX I1SG 300 300 1 15.200 5240106
5
UV-resistant connection cable (copper 25 mm?) for mounting the OBO Ex spark gap, type o ﬁ
EXSG, on insulating flanges and insulating pieces. With cable shoe for M10 bolts on both
sides, on one side with M10 bolt, nuts and spring ring.

@& O=0
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Connection components

Connection clamp AB EX ISG, straight ..

Drill

hole

(4] Pack Weight
Type mm  Version Piece kg/100 pc. Item no.
AB EXISG SM10 11  ForM10bolt 2 9.000 5240360
AB EXISG SM12 14 ForM12bolt 2 8.900 5240362
AB EXISG SM16 18  ForM16bolt 2 8.600 5240366
AB EX ISG SM20 22  ForM20bolt 2 8.200 5240370
AB EX ISG SM24 26 For M24 bolt 2 7.800 5240374

Connection clamp for mounting the OBO Ex spark gap, type EX ISG, on insulating flanges
and insulating pieces.

Connection clamp AB EX ISG, angled ..
Drill
hole
(6] Pack Weight
Type mm Version Piece kg/100 pc. Item no.
AB EX ISG SW M10 11  ForM10bolt 2 10.900 5240380

AB EX ISG SWM12 14 ForM12bolt 2 10.800 5240382
AB EX ISG SW M16 18  ForM16holt 2 10.500 5240386
AB EX ISG SWM20 22  ForM20bolt 2 10.100 5240390
AB EX ISG SW M24 26  For M24 bolt 2 9.700 5240394

Connection clamp for mounting the OBO Ex spark gap, type EX ISG, on insulating flanges
and insulating pieces.
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» Low protection level at a high current load

» "Push-in" clamps for quick installation

« Bandwidth-optimised for secure transmission
up to 225 MHz

» Surface mounting
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Telecommunications

Combination protection device TD-2D-V for VDSL systems

LPZ o
CAEDEEE

90 ) 53,7
S
Data cable protection device for telecommunications equipment Max.  Max.
contin- contin-
« Low protection level at a high current load uous uous  Num-
* "Push-in" clamps for quick installation voltage voltage ber — Connec-
» Bandwidth-optimised for secure transmission up to 225 MHz AC DC of tion Pack Weight
* Surface mounting Type V V poles system Piece kg/100 pc. Item no.
TD-2D-V 125 180 2 Terminal 1 9.500 5081698
Application: Ideal for all DSL systems, IP connections, ISDN or
analogue telecommunications
Connection options TD-2D-V
Maximum continuous voltage AC U, 125V
Maximum continuous voltage DC U, 180 V
Category Type 1+2+3 / D1+C2+C1
Lightning protection zone LPZ 0-3
Number of poles 2
° I_g_"_l s Rated current I, 05A
LINE €3 EESITCEECTED Capacity (wire-wire) <10 pF
l_‘:'_"_l Capacity (wire-earth) <20 pF
b — o’ Series resistance per wire 22Q+5%
s s Impulse durability wire-wire C2: 15 kV / 7,5 KA (8/20us)
PR Impulse durability wire-earth C2:15kV / 7,5 kA (8/20us)
Impulse discharge current (10/350) I, 2.5 kA
Total discharge current (8/20) 22,5 kA
Total discharge current (10/350) D1:7,5 kA
Protection level wire-wire <3850V
Protection level wire-earth <600 V
Frequency range 0-225 MHz
Insertion loss S,, <3dB
Temperature range 9 -40-+80°C
Installation type Surface-mounted
Connection system Terminal
Protection rating IP54
Shielding connection available Yes
Connection cross-section, flexible 0.14 -1 mm?
Connection cross-section, multi-wire 0.14-1 mm?2
Connection cross-section, rigid 0.08 - 1.5 mm?
Testing standard IEC 61643-21

@ os0
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Telecommunications

Combination protection device TD-4/ for ISDN and DSL sys-
tems

LPZ Analog|
CcHEE

90

Max.  Max. Data cable protection device for telecommunications equipment

contin- contin-
uous uous  Num-
voltage voltage ber  Connec-

« Low protection level at a high current load
« "Push-in" terminals for quick installation

AC DC of tion Pack Weight « Bandwidth-optimised for secure transmission
Type V V poles system Piece kg/100 pc. Item no. * Surface mounting
TD4N 120 170 4 Temina 1 11.000 5081690 + Visual function display
Application: DSL systems, IP connections, ISDN or analogue
telecommunications
TD-4/ Connection options
Maximum continuous voltage AC U, 120V
Maximum continuous voltage DC U, 170V
Category Type 1+2+3 / D1+C2+C1 N ol
Lightning protection zone LPZ 0-3 Lot 01
Number of poles 4 —% %
Rated current I 02A 201t 106 2
Capacity (wire-wire) <50 pF - 2oy 3
Capacity (wire-earth) <10 pF
Series resistance per wire 90+10% _‘% %
Impulse durability wire-wire C2: 18 kV / 9 KA (8/20us) tot 04
Impulse durability wire-earth C2: 18 kV / 9 kA (8/20us) s S
Impulse discharge current (10/350) 1., 2.5 kA o t%l —|_|—*.
Total discharge current (8/20) 25 kA —
Total discharge current (10/350) D1: 12,5 kA
Protection level wire-wire <300V
Protection level wire-earth <650 V
Protection level, shield-earth (S-PE) 850V
Frequency range 0-100 MHz
Insertion loss S,, <3dB
Temperature range 9 -40-+80°C
Installation type Surface-mounted
Connection system Terminal
Protection rating P54
Shielding connection available Yes
Connection cross-section, flexible 0.14-0.75 mm?
Connection cross-section, multi-wire 0.14-0.75 mm?
Connection cross-section, rigid 0.14-0.75 mm?
Testing standard IEC 61643-21
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Telecommunications

LPZ o
CAEDEEE

90
@]

181

7.5 |

Combination protection device TD-2/D-HS for ISDN and DSL

systems

Data cable protection devices for telecommunication systems

« Low protection level at high current load
* Screwless terminals or connectable
« Bandwidth-optimised for secure transmission

« Quick mounting onto DIN rail for a telephone line

« Visual function display

Type
TD-2/D-HS

Application: DSL systems, ISDN or analogue telecommunication

Connection options

IN
1 gla

ouTt
1a5 3

[oFF

il | &
2c1b?

L —

by 4

TD-2/D-HS

Maximum continuous voltage AC
Maximum continuous voltage DC
Category

Lightning protection zone LPZ
Number of poles

Rated current

Capacity (wire-wire)

Capacity (wire-earth)

Series resistance per wire
Impulse durability wire-wire
Impulse durability wire-earth
Impulse discharge current (10/350)
Total discharge current (8/20)
Total discharge current (10/350)
Protection level wire-wire
Protection level wire-earth
Frequency range

Insertion loss

Temperature range

Installation type

Connection system

Protection rating

Shielding connection available
Connection cross-section, flexible
Connection cross-section, multi-wire
Connection cross-section, rigid
Testing standard

Max. Max.

contin- contin-

uous uous  Num-

voltage voltage ber  Connec-

AC DC of tion Pack Weight

\ \ poles system Piece kg/100 pc. Item no.
120 170 2 Terminal 1 4.800 5081694
U, 120V

U. 170V

Type 1+2+3 / D1+C2+C1
0-3

2

02A

<50 pF

<50 pF

90+10%

C2: 18 kV / 9 kA (8/20us)
C2: 18 kV / 9 KA (8/20ps)
2.5 KkA

10 KA

D1: 5 kA

<300V

<650 V

0-75MHz

<3 dB

-40-+80 °C

DIN rail 35 mm

Terminal

IP20

No

0.14-2.5 mm2
0.14-2.5 mm?

0.14 - 2.5 mm?

IEC 61643-21

@l O=0
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Tele Defender

Combination and fine protection devices RJ11-Tele and RJ45 Tele

for analogue cables

The data  cable protection devices  for
telecommunications applications are available as
combination protection and fine protection. Depending
on the application, from DSL through to analogue
communication, the devices are used for direct
intermediate switching into the data cable, meaning
that they can easily be retrofitted in existing
installations. The devices differ in their connection
technology and transmission cable and are thus
optimised for their appropriate applications, in order to
cause the lowest attenuation level possible.

7

In aluminium housing

With two-stage protection circuit

Simple mounting

Inc. 150 mm connecting cable with RJ 11
and/or RJ 45 connectors

Optimised bandwidth for TC systems
DIN rail mounting
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Telecommunications

LPZ Jansiog| @
CCEmm

Data line protection device for analogue telecommunications sys- Connec-
tems tion
Type Version system
+ Inauminium housing RJ11-TELE 4-F Fine protection, 4 vires RJ11
« With 2-stage protection circuit
* Simple mounting
« Incl. 150 mm connection cable with RJ11 and/or RJ45 connec-
tors
« Optimised bandwidth for TC systems
« DIN rail mounting with DLS-BS accessories (5082 38 2)
Application: For analogue telecommunication systems
Connection options RJ11-TELE 4-F
Maximum continuous voltage AC U, 120V
Maximum continuous voltage DC U. 170V
Category Type 2+3 / C2+C1
Lightning protection zone LPZ 1-3
2 Number of poles 4
Series resistance per wire 220+10%
3 Total discharge current (8/20) 4 kA
3 : Protection level wire-wire <300V
Protection level wire-earth <600V
1 Protection level, wire-earth at 1 kV/us (C3) U, <245V
o 4 Frequency range 0-18 MHz
Insertion loss S, <3dB
Temperature range 9 -40-+80°C
= Installation type Connector/cable adapter
Connection system RJ11
Protection rating IP40
Earthing via: Connection cable
Testing standard IEC 61643-21

Fine protection device TELE 4-F for ISDN RJ11

Pack Weight
Piece kg/100 pc. Item no.
1 14.000 5081977

@l O=0
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Telecommunications

Combination protection device TELE 4-C for ISDN RJ11

Connec-
tion
Type Version system
RJ11-TELE 4-C Combiprotection, RJ11
4 wires
RJ11-TELE 4-C

Maximum continuous voltage AC
Maximum continuous voltage DC
Category

Lightning protection zone LPZ
Number of poles

Series resistance per wire

Total discharge current (8/20)
Total discharge current (10/350)
Protection level wire-wire
Protection level wire-earth

Protection level, wire-earth at 1 kV/ps (C3) U,

Frequency range
Insertion loss
Temperature range
Installation type
Connection system
Protection rating
Earthing via:
Testing standard

n

Pack Weight
Piece kg/100 pc. Item no.

1 14.000 5081975

120V

170V

Type 1+2+3 / D1+C2+C1
0-3

4

820+10%

4 kA

1,5 KA

<300V

<600 V

<245V

0-12 MHz

<3 dB

-40-+80 °C
Connector/cable adapter
RJ11

IP40

Connection cable

IEC 61643-21

LPZ [anaiog
0-3 TK

Data line protection device for analogue telecommunications systems

« In aluminium housing

* With 2-stage protection circuit

* Simple mounting

« Incl. 150 mm connection cable with RJ11 and/or RJ45 connectors
* Optimised bandwidth for TC systems

* DIN rail mounting with DLS-BS accessories (5082 38 2)

Application: For analogue telecommunication systems

Connection options
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LSA-Plus technology

Basic and fine protection

Surge protective devices for industrial

applications

In particular with multi-wire cable systems, such as
telecommunications distribution systems, the LSA
surge Vvoltage components offer rapid, adequate
protection. The LSA system offers both basic
protection modules and fine protection modules to
protect up to ten two-core wires per connection strip.
These are split up into separating and connection
strips and must be selected according to the
application.

Simple installation

Protection up to ten two-core wires
Low protection level

High arresting capacity

High broadband in basic protection
Wide range of uses

telecommunications

267
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Data and information technology



LSA-Plus systems

LSA basic protection magazine

Num-

ber

of
Type Installation type poles
LSA-B-MAG LSAPlus, connectable 20

LSA-B-MAG

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,
Category

Lightning protection zone LPZ
Number of poles

Rated current I
Impulse durability wire-wire

Impulse durability wire-earth

Total discharge current (8/20)

Total discharge current (10/350)
Protection level @ C1

Temperature range 9
Installation type

Connection system

Protection rating

Testing standard

Piece kg/100 pc. Item no.

Pack Weight
1 8.600

120V

180 V

Type 1+2 / D1+C2

0-2

20

1A

C2: 10 kV / 5 kA (8/20us)
C2: 10 kV / 5 kA (8/20ps)
10 KA

1 kA

<750V

-40-+80 °C

LSA-Plus, connectable
Other

P20

IEC 61643-21

5084020

LPZ Analog
CEEEED
(&

LSA basic protection magazine for use in multi-core data cable sys-
tems, MCR systems and telephone switchboards.

« Basic protection
« Equipped with 20 gas arresters
« Max. voltage: 180 V

Application: Directly on LSA-Plus separating strips or connection rails
(e.g. OBO LSA-A-LEI (5084 00 8) or OBO LSA-T-LEI (5084 01 2).

Connection options

p1c o BT
b10|— R b10’
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LSA-Plus systems

LPZ o @
CEEOEdEs

Combination protection device LSA BF 180

LSA basic and fine protection, for application in MCR systems Num-
ber
« Basic and fine protection of Pack Weight
+ Coarse protection using fail-safe technology. Type Installation type poles Piece kg/100 pc. Item no.
+ With PTC protection components against overcurrent. LSA-BF-180 LSAPlus, connectable 2 1 0500 5084024

» Max. voltage: 180 V

Application: Directly on LSA-Plus separating strip or connection
rails with earthing rail (e.9. OBO LSA-A-LEI (5084 00 8) or OBO
LSA-T-LEI (5084 01 2), and OBO LSA-E (5084 03 2))

Connection options LSA-BE-180

Maximum continuous voltage AC U, 120 V
Maximum continuous voltage DC U, 180 V

Category Type 1+2+3 / D1+C2+C1
Lightning protection zone LPZ 0-3
1DA(TC) => tline Number of poles 2
PT Dioden Rated current I 012A
WA, a8 ° Impulse durability wire-wire C2: 5kV /2,5 KA (8/20us)
E:;g/ A:;g/ Impulse durability wire-earth C2:5kV /2,5 kA (8/20us)
nput I Fail-Safe Output Total discharge current (8/20) 5 KA
Total discharge current (10/350) 0,5 kA
Trc Protection level wire-wire <300V
Protection level wire-earth <3800V
Temperature range 8 -40-+80°C
Installation type LSA-Plus, connectable
Connection system Other
Protection rating P20
Testing standard IEC 61643-21

@l OE0



https://www.obo.en/article/sku/en-DE/5084024
https://www.obo.en/article/sku/en-DE/5084024
https://www.obo.en/article/sku/en-DE/5084024

LSA-Plus systems

Analog

LSA connection strip

129.5 X 405

Colour Pack Weight LSA connection strip 2/10 for attaching 10 double-cores.
Type Piece kg/100 pc. Item no.
LSA-A-LEI [Giey 1 5.100 5084008 « For use with protection element LSA-B-MAG

« Fastening to mounting trough LSA-M
« Colour: Grey
« Clampable cross-sections 0.14-0.5 (AWG 26-20)

Analog
G|~ e

LSA separating strip

1295

Colour Pack Weight LSA separating strip 2/10 for attaching up to 10 double-cores.
Type Piece kg/100 pc. Item no.
LSA-T-LEI White 1 5.400 5084012 * For use with protection element LSA-BF-180; LSA-BF-24; LSA-B-
MAG
« Fastening to mounting trough LSA-M
« Colour: White

« Clampable cross-sections 0.14-0.5 mm2 (AWG 26-20)
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LSA-Plus systems

LSA earthing strip

LSA earthing strip, 40-pole for connecting earthing cables or Colour Pack Weight
screens to the earth connection. Type Piece kg/100 pc. Item no.
Lsae-Le [ 1 6.500 5084016

« Complete with connection line, green-yellow, 1.5 mm?
* Colour: Red

e

OEEs

LSA simple tool

Simple tool for the soldering, bolting and stripping-free connection Pack Weight
of cores, without cutter. Type Piece kg/100 pc. Item no.
LSA-TOOL 1 0.600 5084040

@A oe0
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LSA-Plus systems

Analog|
G-~ CE

LSA earthing rail

108 12
N

Pack Weight Earth rail as earth connection between surge protectors LFS-BF-... (1
Type Piece kg/100 pc. Item no. DA) and distributor connector LSA-...-LEI.
LSA-E 1 1.275 5084032

LSA installation trough

=
CcEREEG

@)
@)
@)
@)
©)
42

105 110.5

Pack Weight Installation trough for 5 connection rails or separating strips. Grid
Type Piece kg/100 pc. Item no. 22,5 mm.
LSA-M ! 1 7.800 5084036 Depth: 22 mm; 30 mm; 50 mm
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LSA-Plus systems

-
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184

LSA protective housing

Protective housing for an LSA 10 DA bar Colour Pack Weight

Type Piece kg/100 pc. Item no.

« Protective housing for 10 wire pairs LSAG Lightgrey 1 57.500 5084048

 Housing can be locked
« Incl. key

« 4x cable fixing

« Light grey
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Data and information technology

Net Defender

Surge protection for data and network technology
PoE++ or 4PPoE Standard (IEEE 802.3bt)

The "Net Defender" permits the use of Power over
Ethernet with nominal currents of up to 1 A and
optimised surge protection in the channel up to 10
GBit/s. This corresponds to a Channel Performance
according to ISO/IEC 11801 Amd. 2 of Class EA or
CAT 6A to TIA/ANSI. Of course, reverse compatibility
is also guaranteed. To ensure easy installation, the
"Net Defender" can be snapped directly onto the DIN
rail and uses it to create the necessary equipotential
bonding. Alternatively, terminal protection using a
separately connectable earthing line is possible.

274

Connectable protection device
High-performance surge protection

Usable in the "Channel Link" up to 10 GBit
Supports Power over Ethernetto 1 A

Testing protocol available




Network technology

(OEEEY®

Surge protection for high-speed networks up to 10 GBit
(Class EA/CAT6A)

255, 93.6

%Et
[
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Data cable protection device for high-speed networks Connec-
« Protection class: Fine protection tion Pack Weight
* High-quality RJ45 sockets Type Version  system Piece kg/100 pc. Item no.
* Low protection level at high current load ND-CAT6A/EA  Fine protection, RJ458(8) 1 16.600 5081800
« Earthing via DIN rail or connection cable 8wires + shield
« Support of Power over Ethernet ++ (POE++/4PPoE) to 1 Ain
accordance with IEEE 802.3
« Tested transmission quality in networks up to 10 GBit/s (Class
EA) or CAT6
« Rapid installation through plug-in version
« Incl. DIN rail fastening set and earthing cable
Application example: 10 GBit Ethernet, 10/100 MBit Ethernet,
PoE applications, IP camera systems, ISDN SO interfaces
Connection options ND-CATEA/EA
, ; Maximum continuous voltage AC U, 41V
[ Maximum continuous voltage DC U, 58 V
X Category Type 2+3 / C2+C1
: : Lightning protection zone LPZ 1-3
Channel performance ISO/IEC Class EA
X Channel performance Ansi/EA CAT 6A
h . Number of poles 8
Rated current I 1A

N

oo felot oo

8,
B

+

1 ._43_‘—.s 1
unprotected +_r protected

Impulse durability wire-wire
Impulse durability wire-earth
Total discharge current (8/20)
Protection level wire-wire
Protection level wire-earth
Frequency range
Temperature range
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Earthing via:

Testing standard

C1:0,3kV /0,15 kA (8/20us)
C2: 2 kV /1 kA (8/20us)
7 kA

<120V

<700V

0-500 MHz

-40-+80 °C
Connector/cable adapter
RJ45 8(8)

P20

Yes

Direct

Connection cable / DIN rail
IEC 61643-21

@&l oE0
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Network technology

Surge protection for high-speed networks up to 1 GBit
(Class ND-CAT6/E-F)

936
Connec- Data cable protection device for high-speed networks
tion Pack Weight * High-quality RJ45 sockets
Type Version  system Piece kg/100 pc. Item no. + Low protection level at high current load
ND-CAT6/E-F  Fine protection, RJ458(8) | 16.380 5081802 * Earthing via DIN rail or connection cable ;
8 wires + shield « Support of Power over Ethernet ++ (POE++/4PPOE) to 1 A in accor-

dance with IEEE 802.3

« Tested transmission quality in networks up to 1 GBit/s (Class E) or
CAT6

« Fast installation through plug-in version

« Incl. DIN rail fastening set and earthing cable

Application example: 1 GBit Ethernet, 10/100 MBit Ethernet, POE
applications, IP camera systems, ISDN SO interfaces

ND-CAT6/E-F Connection options
Maximum continuous voltage AC U. 41V ; ,
Maximum continuous voltage DC U 58 V % _E—
Category Type 2+3 / C2+C1 2
Lightning protection zone LPZ 1-3 %

Channel performance ISO/IEC Class E :
Channel performance Ansi/EA CAT 6 ‘6%3 _Egl .
Number of poles 8

Rated current I 1A )
Impulse durability wire-wire C1:0,3kV /0,15 kA (8/20us) ‘5%3 _Eg .
Impulse durability wire-earth C2: 3KV / 1,5 kA (8/20ps) %

Total discharge current (8/20) 5 kA 7
Protection level wire-wire <40V —é#) —{%]
Protection level wire-earth <900 V : .
Frequency range 0-250 MHz j_w:mw
Temperature range 8 -40-+80°C

Installation type Connector/cable adapter

Connection system RJ45 8(8)

Protection rating P20

Shielding connection available Yes

Shield connection Direct

Earthing via:
Testing standard

Connection cable / DIN rail
IEC 61643-21
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Network technology

Surge protection for high-speed networks up to 1 GBit
(Class ND-CAT6/E-B)

]
CCEE® =

936

255,

I

487

Data cable protection device for high-speed networks Connec-
« Protection class: Basic protection tion Pack Weight
* High-quality RJ45 sockets Type Version system Piece kg/100 pc. Item no.

« Low protection level at high current load

S ’ ' ND-CAT6/E-B  Basic protection, 8 wires + shield  RJ45 8(8) l 1 16.220 5081804
« Earthing via DIN rail or connection cable
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« Support of Power over Ethernet ++ (POE++/4PPoE) to 1 Ain
accordance with IEEE 802.3

« Tested transmission quality in networks up to 1 GBit/s (Class E)
or CAT6

« Rapid installation through plug-in version

« Incl. DIN rail fastening set and earthing cable

Application example: 1 GBit Ethernet, 10/100 MBit Ethernet, POE
applications, IP camera systems, ISDN S0 interfaces

Connection options ND-CAT6/E-B

Maximum continuous voltage AC U, 46 V

Maximum continuous voltage DC U, 65V

2| 2 Category

Type 1/ D1
Lightning protection zone LPZ 01
o : Channel performance ISO/IEC Class E
. . Channel performance Ansi/EA CAT 6
- Number of poles 8
! ’ Rated current I 1A

Impulse durability wire-wire
Impulse durability wire-earth
7 Total discharge current (8/20)

C2:3kV /1,5 KA (8/20us)
C2:3kV /1,5 KA (8/20us)
10 KA

Protection level wire-wire <1100 V
. o : . Protection level wire-earth <900 V
,':Nj_l_,',m Frequency range 0- 250 MHz
L Temperature range 8 -40-+80°C
Installation type Connector/cable adapter
Connection system RJ45 8(8)
Protection rating P20
Shielding connection available Yes
Shield connection Direct
Earthing via: Connection cable / DIN rail
Testing standard IEC 61643-21

@ oB0
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Network technology

Combination arrester for 10Base2-/10Base5 networks

Connec-
tion Pack Weight
Type Version system Piece kg/100 pc. Item no.
KOAX B-E2 MF-C  Combi protection  BNC 1 10.300 5082430
KOAX B-E2 MF-C
Maximum continuous voltage AC U, 4.2V
Maximum continuous voltage DC U, 6.2V
Category Type 1+2+3 / D1+C2+C1
Lightning protection zone LPZ 0-3
Number of poles 1
Rated current I 03A
Series resistance per wire 47 Q+10%
Wave resistance Z 75Q

Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)
Protection level wire-wire

Protection level wire-earth

Frequency range

Insertion loss S,
Return loss

Temperature range
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Earthing via:

Testing standard

imp

11

<© 0

C2: 10 kV / 5 kA (8/20us)
C2: 10 kV / 5 KA (8/20us)
1kA

10 kKA

2 kA

<75V

<600V

0- 68 MHz

<1,7dB

>14 dB

-20-+80 °C
Connector/cable adapter
BNC

IP40

Yes

Direct

Connection cable

IEC 61643-21

(©)
28

Data line protection device for coaxial Ethernet network systems

« In aluminium housing

« BNC connector m/f

« Simple mounting with adapter plug

« Two-stage protection circuit

« DIN rail mounting with DLS-BS accessories (5082 38 2)

Application: Protecting video signals; cameras and/or CCTV units,
Cheapernet, 10BASE2, 10BASE5

Connection options

OE0
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Network technology

CEE® s1eC

28

Fine protection for 10Base2-/10Base5 networks

Data line protection device for coaxial Ethernet network systems

« In aluminium housing
* BNC connector m/f

« Simple mounting with adapter plug

« Two-stage protection circuit
« DIN rail mounting with DLS-BS accessories (5082 38 2)

Type

Connec-
tion

Version system

KOAX B-E2 MF-F Fine protection BNC

Application: Protecting video signals; cameras and/or CCTV

units, Cheapernet, 10BASE2, 10BASE5

Connection options

KOAX B-E2 MF-F

Maximum continuous voltage AC U, 4.2V
Maximum continuous voltage DC U, 6.2 V

Category

Lightning protection zone LPZ
Number of poles

Rated current

Wave resistance

Impulse durability wire-wire
Impulse durability wire-earth
Total discharge current (8/20)
Protection level wire-wire
Protection level wire-earth
Frequency range

Insertion loss

Return loss

Temperature range
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Earthing via:

Testing standard

Type 2+3 / C2+C1

1-3

1

1A

75Q

C1:1kV /0,5 KA (8/20us)
C2: 10 kV / 5 kA (8/20ps)
10 KA

<40V

<600 V

0-70 MHz

<1 dB

>14 dB

-20-+80 °C
Connector/cable adapter
BNC

P40

Yes

Direct

Connection cable

IEC 61643-21

Pack Weight
Piece kg/100 pc. Item no.
1 9.800 5082432

@8N oE0
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Network technology

Data cable protection device for coaxial TV / camera sys-
tems

Connec-

tion
Type Version
KOAX B-E2 FF-F Fine protection  BNC

KOAX B-E2 FF-F

system

Pack Weight
Piece kg/100 pc. Item no.
1 14.400 5082434

Maximum continuous voltage AC U. 4.2V
Maximum continuous voltage DC U, 6.2 V

Category
Lightning protection zone LPZ
Number of poles

Rated current |

=

Wave resistance Z

Impulse durability wire-wire
Impulse durability wire-earth
Total discharge current (8/20)
Protection level wire-wire
Protection level wire-earth
Frequency range

Insertion loss
Return loss S
Temperature range 9

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Earthing via:

Testing standard

Type 2+3 / C2+C1

1-3

1

1A

75Q

C1:1kV /0,5 KA (8/20us)
C2: 10 kV / 5 kA (8/20us)
10 KA

<40V

<600 V

0- 160 MHz

<1,7 dB

>14 dB

-20-+80 °C
Connector/cable adapter
BNC

P40

Yes

Direct

Connection cable

IEC 61643-21

CeE®

ca. 15

28

Data cable protection device for coaxial TV / camera systems

« In aluminium housing

* BNC connector socket/socket

« Simple mounting with adapter plug

« Two-stage protection circuit

« DIN rail mounting with DLS-BS accessories (5082 38 2)

Application: Protection of CCTV, video signals; cameras and/or TV
systems

Connection options
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Network technology
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DLS-BS: The fastening set is designed for a DIN rail and wall Version
mounting and can be used for the data cable protection devices Type
listed below: DLS-BS  For mounting:

* CoaxBE2/..
» Coax N-E5/... o CoaxNE5/..
* Coax B-E2/... * RJ11-Tele/4...
*RJ 11-Tele/4... * RJ456..
*RJ45S-...

Fastening set for DIN profile rail

Pack Weight
Piece kg/100 pc. Item no.
1 5.000 5082382
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Data and information technology
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PND combination protection devices
for CCTV

Protection of power, data and control cables in just one device

Three-pin connection for the power interface
Simple installation with adapter plug

Two-stage protection circuit

Can be used in lightning protection zones 1 to 3
to protect CCTV, video signals; (IP) cameras and
TV systems

With LED operating display on the top side of the
housing as remote signalling

RJ45 connection for the data interface or screw
terminals and BNC connection for the data and
video interface

282
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Camera systems

CcEHER® ©

Combined protection device 2inl for CCTV camera systems

2
Combination protection device for IP-based TV/camera systems Maximum Maximum
continuous discharge
« Protection of power and data interface in a single device voltage current
* In aluminium housing (L-N) (8/20 ps) Pack Weight
* Simple mounting with adapter plug Type % KA Piece kg/100 pc. Item no.
+ Two-stage protection circuit _ PND-2in1-C-OS 255 10 1 27.000 5081070
* Three-pole power connection for the power interface
« RJ45 connection for the data interface
» With LED operation display (OS)
« Incl. DIN rail fastening set
Application: Protection of CCTV, video signals, (IP) cameras
and/or TV systems
Connection options PND-2in1-C-OS
Temperature range 9 -20-+80 °C
Installation type Installation
POWER Protection rating P20
T '@ . Earthing via: Connection cable / DIN rail
L o— l—.—' — L Lightning protection zone LPZ 1-3
| Power
| SPD to IEC 61643-11 Class I+l
[ SPD to EN 61643-11 Type 2+3
Maximum continuous voltage (L-N) U, 255V
N o—— — o N Rated current I 16 A
Protection level U, <13kv
Idle voltage Uy 10KV
PE o— T Nominal discharge current (8/20 ps) 1., 5 kA
= Maximum discharge current (8/20 ps) 1., 10 kA
Network
Maximum continuous voltage AC U, 565V
Maximum continuous voltage DC U, 8V
Category Type 1+2+3 / D1+C2+C1
Impulse durability wire-wire C1:0,3kV /0,15 kA (8/20us)
Impulse durability wire-earth C2: 3kV /1,5 KA (8/20us)
Protection level wire-wire <40V
NETWORK Protection level wire-earth <450 V
1/3/4/7 o 1/3/4/7  Frequency range 0-100 MHz
i * Shielding connection available Yes
Shield connection Direct
26/5/8 2 2658 Testing standard IEC 61643-21

(&l O=0
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Camera systems

Combined protection device 3inl for CCTV camera systems

Maximum  Maximum
continuous discharge

voltage current

(L-N)
Type \ kA
PND-3in1-C-OS 255 10

PND-3in1-C-OS

Lightning protection zone LPZ
Earthing via:

Protection rating

Power

SPD to IEC 61643-11

SPD to EN 61643-11

Maximum continuous voltage (L-N)
Rated current

Protection level

Nominal discharge current (8/20 us)
Maximum discharge current (8/20 ps)
Data

Maximum continuous voltage AC
Maximum continuous voltage DC
SPD to IEC 61643-21

Category

Impulse durability wire-wire
Impulse durability wire-earth
Impulse current (10/350)
Protection level wire-earth
Protection level wire-wire
Frequency range

Video

Maximum continuous voltage AC
Maximum continuous voltage DC
SPD to IEC 61643-21

Category

Impulse durability wire-earth
Impulse durability wire-wire
Impulse current (10/350)
Protection level wire-wire
Protection level wire-earth
Frequency range

Screen connection

Screening

Temperature range

(8720 ps)

imp

Pack Weight
Piece kg/100 pc. Item no.
1 29.900 5081072

1-3
Connection cable / DIN rail
IP20

Class I+l
Type 2+3
255V

16 A
<1,3kV
5 kA

10 kA

565V

8V

Class I+l / D1+C2

Type 1+2 / D1+C2

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 kA (8/20us)
1KA

<450 V

<65V

0-100 MHz

565V

8V

Class I+l / D1+C2

Type 1+2 / D1+C2

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 kA (8/20ps)
1 kA

<90V

<150V

0-100 MHz

Yes

Direct

-20-+80 °C

Combination protection device for coaxial TV/camera systems

« Protection of power and data interfaces in a single device
« In aluminium housing

 Simple mounting with adapter

« Two-stage protection circuit

* Three-pole power connection for the power interface

» With LED operation display (OS)

« Incl. DIN rail fastening set

Application: Protection of CCTV, video signals, cameras and/or TV
systems

Connection options
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Data and information technology

DS family

Coaxial protection devices for S-UHF, BNC, N, TNC, F and SMA

connection

The coaxial protection devices of type DS offer
optimum protection of sensitive systems, based on
coaxial plug connections. The low insertion
attenuation and low return attenuation at different
wave resistances offer ideal protection for any
application. In accordance with their structure, the
protection devices are switched into the application
in series, and are connected to the local
equipotential bonding. The direct shield earthing
avoids reducing of the shield performance.

286

Coaxial protection devices

Optimum protection for sensitive systems
Low insertion attenuation and low return
loss at different wave resistances

High bandwidth
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Transmission and reception technology

CEE® s1eC

Coaxial protection devices for S-UHF connection: male/fe-
male

65 )

= |

Coaxial data cable protection devices Connec-
. . tion Frequency Pack Weight

+ Basic protection ) ) Type system range Piece kg/100 pc. Item no.
» High pulsed current carrying capacity 2 x 2.5 kA (10/350 ps) S-UHF MW UHF 0-13GHz 1 7.000 5093023
« Simple installation (adapter plug), m = male/f = female connec-
tor
« Various plug combinations
» With UHF connector

« Optimised transmission behaviour
« Including OBO M25 Quick clip for simple installation

Connection options S-UHF MW

Maximum continuous voltage AC U, 130V
Maximum continuous voltage DC U, 185V

Category Type 1+2 / D1+C2
/) /) Lightning protection zone LPZ 0-2
Number of poles 1
Rated current I, 10A
F Wave resistance Z, 50Q
Impulse durability wire-wire C2: 10 kV / 5 kA (8/20us)
Impulse durability wire-earth C2: 10 kV / 5 kA (8/20us)
Impulse discharge current (10/350) I, 2.5 kA
Total discharge current (8/20) 10 KA
@ Total discharge current (10/350) 5 kA
Protection level <800V
Frequency range 0-1,3GHz
Insertion loss S,, <0,2dB
Return loss S, =14dB
Temperature range 9 -40-+80°C
Installation type Connector/cable adapter
Connection system UHF
Protection rating IP40
Shielding connection available Yes
Shield connection Direct
Testing standard IEC 61643-21
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Transmission and reception technology

Coaxial protection devices for S-UHF connection: female/fe-
male

Connec-

tion Frequency
Type system range
S-UHF W/W  UHF 0-1,3GHz

S-UHF W/W

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,
Category

Lightning protection zone LPZ
Number of poles

Rated current |
Wave resistance Z
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)
Protection level

=

imp

Frequency range

Insertion loss S,,
Return loss Su
Temperature range b}
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 7.000 5093015
130V
185V
Type 1+2 / D1+C2
0-2
1
10A
50Q

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 kKA

5 kA

<800V

0-1,3GHz

<0,2 dB

214 dB

-40-+80 °C
Connector/cable adapter
UHF

IP40

Yes

Direct

IEC 61643-21

65 )

Coaxial data cable protection devices

« Basic protection

« High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis)
* Simple installation (adapter plug), m = male/f = female connector

« Various plug combinations
» With UHF connector
« Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Connection options

D
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Transmission and reception technology

CEE® s1eC

Coaxial protection device for BNC connection: male/female

£
Coaxial data cable protection devices Connec-
tion Frequency Pack Weight
* Basic protection Type system range Piece kg/100 pc. Item no.
+ High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis) DS-BNC MW BNC 0-22GHz 1 6.500 5093252
« Simple installation (adapter plug), m = plug/f = female connector
« Various plug combinations
» With BNC connector
* Optimised transmission behaviour
« Including OBO M25 Quick clip for simple installation
Connection options DS-BNC M/W
Maximum continuous voltage AC U, 130V
Maximum continuous voltage DC U, 185V
Category Type 1+2 / D1+C2
N Y Lightning protection zone LPZ 0-2
Number of poles 1
Rated current I, 10A
E Wave resistance Z, 500
Impulse durability wire-wire C2: 10 kV / 5 KA (8/20us)
Impulse durability wire-earth C2: 10 kV / 5 KA (8/20us)
Impulse discharge current (10/350) I, 2.5 kA
Total discharge current (8/20) 10 KA
@ Total discharge current (10/350) 5 kA
Protection level <800V
Frequency range 0-2,2GHz
Insertion loss S,, <0,95dB
Return loss S,, 214dB
Temperature range 9 -40-+80°C
Installation type Connector/cable adapter
Connection system BNC
Protection rating IP40
Shielding connection available Yes
Shield connection Direct
Testing standard IEC 61643-21

&l OE0
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Transmission and reception technology

Coaxial protection device for BNC connection: female/fe-
male

Connec-

tion Frequency
Type system range
DS-BNC W/W BNC 0-2,2GHz

DS-BNC W/W

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,
Category

Lightning protection zone LPZ
Number of poles

Rated current |
Wave resistance Z
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)
Protection level

=

imp

Frequency range

Insertion loss S,,
Return loss Su
Temperature range b}
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 6.000 5093236
130V
185V
Type 1+2 / D1+C2
0-2
1
10A
50Q

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 kKA

5 kA

<800V

0-2,2 GHz

<0,95 dB

214 dB

-40-+80 °C
Connector/cable adapter
BNC

IP40

Yes

Direct

IEC 61643-21

CEE® s1ec

Coaxial data cable protection devices

« Basic protection

« High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis)

« Simple installation (adapter plug), m = plug/f = female connector
« Various plug combinations

» With BNC connector

« Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Connection options

D
D
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Transmission and reception technology

LPZ
ERE® ©

Coaxial protection device for N connection up to 6 GHz:
male/female

1
i

o\ '
TR

Coaxial data cable protection devices for transmission and recep- Connec-

tion technology tion Frequency Pack Weight

* With N-Connector, male/female Type system range Piece kg/100 pc. Item no.
« High impulse current load capacity: 2.5 kA (10/350) DS-N-6 MW N 0-6GHz 1 7.830 5093998

« Simple mounting (adapter), m = connector, w = socket
« Low protection level at high current loads
« Optimum transmission behaviour:
- Low reflection behaviour
- Bandwidth-optimised for secure transmission up to 6 GHz
« Available in 50 Q technology

Application: For example: SAT-TV C band, WiMAX, WLAN appli-
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cations, DVB-T2

Connection options DS-N-6 M/W

Maximum continuous voltage AC U, 50 V
Maximum continuous voltage DC U, 70V
Category Type 1+2 / D1+C2

/) Lightning protection zone LPZ 0-2
Number of poles 1
Rated current I, 10A

F Wave resistance Z, 50Q
Impulse durability wire-wire C2: 10 kV / 5 kA (8/20us)
Impulse durability wire-earth C2: 10 kV / 5 kA (8/20us)
Impulse discharge current (10/350) I, 2.5 kA
Protection level <750V
@ Frequency range 0-6 GHz

Insertion loss S,, =<0,1dB
Return loss S, 222dB
Temperature range 9 -40-+80°C
Installation type Connector/cable adapter
Connection system N
Protection rating IP65/67
Shielding connection available Yes
Shield connection Direct
Testing standard IEC 61643-21

@8 o0
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Transmission and reception technology

Coaxial protection device for F connection: male/female

Connec-

tion Frequency
Type system range
DS-FMW F 0-34GHz

DS-F MW

Maximum continuous voltage AC U
Maximum continuous voltage DC ~ U.
Category

Lightning protection zone LPZ
Number of poles

Rated current |
Wave resistance Z
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)

=

imp

Protection level

Frequency range

Insertion loss S,,
Return loss S
Temperature range b}

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 9.000 5093275
130V
185V
Type 1+2 / D1+C2
0-2
1
5A
75Q

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 kA (8/20us)
1KkA

10 kA

2 kA

<800V

0-34 GHz

<0,9 dB

214 dB

-40-+80 °C
Connector/cable adapter
F

IP40

Yes

Direct

IEC 61643-21

48

Coaxial data cable protection devices

« Basic protection

* High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis)

« Simple installation (adapter plug), m = plug/f = female connector
« Various plug combinations

» With F connector

* Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Application: Protection of TV and SAT systems, multi-switches,
receivers and DVB-T(2)

Connection options

D
b
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Transmission and reception technology

CEERN® G

!

Coaxial protection device for F connection: female/female

Coaxial data cable protection devices Connec-

tion Frequency Pack Weight
* Basic protection Type system range Piece kg/100 pc. Item no.
« High pulsed current carrying capacity 2 x 2.5 kA (10/350 ps) DS-FWMW F 0-34GHz 1 9.000 5003272

« Simple installation (adapter plug), m = plug/f = female connector
« Various plug combinations

 With F connector

* Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Application: Protection of TV and SAT systems, multi-switches,
receivers and DVB-T(2)

Connection options DS-F W/W

Maximum continuous voltage AC U,
Maximum continuous voltage DC ~ U.
Category

Lightning protection zone LPZ
Number of poles

Rated current |
E Wave resistance Z
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

@ Total discharge current (10/350)

=

imp

Protection level

Frequency range

Insertion loss S,,
Return loss S,
Temperature range 9
Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

130V

185V

Type 1+2 / D1+C2

0-2

1

5A

75Q

C2: 10 kV / 5 kA (8/20us)
C2: 10 kV / 5 KA (8/20us)
1 kA

10 kA

2 kKA

<800V

0-34 GHz

<0,9 dB

214 dB

-40-+80 °C
Connector/cable adapter
F

IP40

Yes

Direct

IEC 61643-21

&l O=0
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Transmission and reception technology

Coaxial protection device for SAT and cable multi-switch

104

Hane. 35mm

Connec- Connec- Coaxial data line protection for TV reception systems
tion Frequency tion Pack Weight
Type system range system Piece kg/100 pc. Item no. * Protects up to four SAT lines
TV4+1 F 05-28GHz F 1 37.000 5083400 « Protects one terrestrial line, e.g. DVB-T.
« Simple mounting using screws and holder
» With F-connector

» Optimum transmission behaviour with 75 Ohm technology.

Application: Protection of TV and SAT systems, multi-switches,
receivers and DVB-T receivers

TV 4+1 Connection options
Maximum continuous voltage Vc | SAT inputs U, 22V
Maximum continuous voltage Vc | terrestrial input U, 70 V

1

‘ Fany
Category Type 2+3 / C2+C1 ‘ T T
Lightning protection zone LPZ 1-3 | 2 2
Number of poles 5 1 T % T
Rated current I 2A &

Wave resistance zZ 75Q # 3 3
Nominal discharge current | SAT inputs I, 300A \ T * T
Lightning impulse current | terrestrial input limp 1 KA | . .
Protection level | SAT inputs at In U, <45V \ T $ T
Protection level | Terrestrial input at In <500V |

Frequency range 0,5-2,8 GHz 1 s 5
Insertion loss S, <3dB 7 T m T
Return loss S,, >30dB (I

Temperature range 9 -40-+80°C [}
Installation type Surface-mounted

Connection system F

Protection rating IP10

Shielding connection available Yes

Shield connection Direct

Earthing via: Connection cable

Testing standard IEC 61643-21
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Transmission and reception technology

CcERE® ©

Coaxial data protection device

« Basic protection

« Simple mounting (adapter)
« Optimum transmission

« High pulse load capacity

« With 7/16 connector

Coaxial protection device for 7/16 connection: male/female

Type

Connec-
tion Frequency

system range

DS-7 16 MIW 7/16 0-3GHz

Application: to protect mobile telephony applications.

Connection options

DS-7 16 MIW

Maximum continuous voltage AC
Maximum continuous voltage DC

Category

cC C
[9)

Lightning protection zone LPZ

Number of poles

Rated current

Wave resistance

Impulse durability wire-wire
Impulse durability wire-earth

Impulse discharge current (10/350) 1.

Total discharge current (8/20)
Total discharge current (10/350)

Protection level
Frequency range
Insertion loss
Return loss
Temperature range
Installation type
Connection system
Protection rating

Shielding connection available

Shield connection
Testing standard

130V

185V

Type 1+2 / D1+C2

0-2

1

10A

50Q

C2: 10 kV / 5 kA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 KA

5 kA

<800V

0-3GHz

<0,95 dB

>14 dB

-40-+80 °C
Connector/cable adapter
7/16

IP40

Yes

Direct

IEC 61643-21

Pack Weight
Piece kg/100 pc. Item no.

1

35.500 5093171

(&l O=0



https://www.obo.en/article/sku/en-DE/5093171
https://www.obo.en/article/sku/en-DE/5093171
https://www.obo.en/article/sku/en-DE/5093171

Transmission and reception technology

Coaxial protection device for BNC connection: male/male

Connec-

tion Frequency
Type system range
DS-BNC M/M BNC 0-2,2GHz

DS-BNC M/M

Maximum continuous voltage AC U,
Maximum continuous voltage DC ~ U_
Category

Lightning protection zone LPZ

Number of poles

Rated current I
Wave resistance Z,
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

imp

Total discharge current (10/350)
Protection level

Frequency range

Insertion loss S,
Return loss SH
Temperature range 9

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 7.000 5093260
130V
185V
Type 1+2 / D1+C2
0-2
1
10A
50Q

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 KA

5 kA

<800V

0-2,2 GHz

<0,95 dB

>14 dB

-40-+80 °C
Connector/cable adapter
BNC

IP40

Yes

Direct

IEC 61643-21

CEE® s1ec

57

Coaxial data cable protection devices

« Basic protection

« High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis)

« Simple installation (adapter plug), m = plug/f = female connector
« Various plug combinations

» With BNC connector

* Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Connection options

D
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Transmission and reception technology

CcERE® ©

57

Coaxial data cable protection devices

« Basic protection

« High pulsed current carrying capacity 2 x 2.5 kA (10/350 pis)

Coaxial protection device for TNC connection: male/female

Connec-

tion Frequency
Type system range
DS-TNC MW TNC 0-4GHz

« Simple installation (adapter plug), m = plug/f = female connector

« Various plug combinations
 With TNC connector

* Optimised transmission behaviour

« Including OBO M25 Quick clip for simple installation

Connection options

DS-TNC M/W

Maximum continuous voltage AC
Maximum continuous voltage DC

Category

cC C
[9)

Lightning protection zone LPZ

Number of poles

Rated current

Wave resistance

Impulse durability wire-wire
Impulse durability wire-earth

Impulse discharge current (10/350) 1.

Total discharge current (8/20)
Total discharge current (10/350)

Protection level
Frequency range
Insertion loss
Return loss
Temperature range
Installation type
Connection system
Protection rating

Shielding connection available

Shield connection
Testing standard

130V

185V

Type 1+2 / D1+C2

0-2

1

10A

50Q

C2: 10 kV / 5 kA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 KA

5 kA

<800V

0-4GHz

<0,5 dB

>14 dB

-40-+80 °C
Connector/cable adapter
TNC

IP40

Yes

Direct

IEC 61643-21

Pack Weight
Piece kg/100 pc. Item no.

1

7.953 5093270

@8 os0
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Transmission and reception technology

Coaxial protection device for SMA connection: female/fe-
male

Connec-

tion Frequency
Type system range
DS-SMAW/W  SVA 0-37GHz

DS-SMA W/W

Maximum continuous voltage AC U,
Maximum continuous voltage DC U,
Category

Lightning protection zone LPZ
Number of poles

Rated current |
Wave resistance Z
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)
Protection level

S

imp

Frequency range

Insertion loss S,
Return loss Sa
Temperature range b

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 7.500 5093277
130V
185V
Type 1+2 / D1+C2
0-2
1
10 A
50Q

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 kKA

5 kA

<800V

0-3,7 GHz

<0,2 dB

214 dB

-40-+80 °C
Connector/cable adapter
SMA

IP40

Yes

Direct

IEC 61643-21

CcERE

446

®27.8

Coaxial data cable protection devices

« High pulse current carrying capacity 2 x 2.5 kA (10/350)

« Simple mounting (adapter connector), m = connector, f = socket
« Optimised transmission behaviour

* 5-year guarantee

» With SMA connector

« Including OBO Multi-Quick clip 25-28 for simple installation

« 50 Q technology

Application: Radio and data technology with SMA connector

Connection options

D
D
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Transmission and reception technology

CEE® s1eC

Coaxial protection device for N connection: female/female

. 79
o
N
Coaxial data cable protection devices Connec-
tion Frequency Pack Weight
* High pulsed current carrying capacity 2 x 2.5 kA (10/350) Type system range Piece kg/100 pc. Item no.
* Simple mounting (adapter plug), m = plug/f = female connector DS-NWMW N 0-3GHz 1 11.500 5093988
* Optimised transmission behaviour
« 5-year guarantee
« With N connector
« Including OBO M25 Quick clip for simple installation
Connection options DS-N W\W
Maximum continuous voltage AC U, 130V
Maximum continuous voltage DC U, 185V
Category Type 1+2 / D1+C2
/2R /2D Lightning protection zone LPZ 0-2
Number of poles 1
Rated current I 10A
F Wave resistance Z, 500
Impulse durability wire-wire C2: 10 kV / 5 kA (8/20us)
Impulse durability wire-earth C2: 10 kV / 5 KA (8/20us)
Impulse discharge current (10/350) I, 2.5 kA
Total discharge current (8/20) 10 KA
@ Total discharge current (10/350) 5 kA
Protection level <800V
Frequency range 0-3GHz
Insertion loss S,, <0,62 dB
Return loss S, =14dB
Temperature range 9 -40-+80°C
Installation type Connector/cable adapter
Connection system N
Protection rating IP40
Shielding connection available Yes
Shield connection Direct
Testing standard IEC 61643-21

&l OE0



https://www.obo.en/article/sku/en-DE/5093988
https://www.obo.en/article/sku/en-DE/5093988
https://www.obo.en/article/sku/en-DE/5093988

Transmission and reception technology

Coaxial protection device for N connection: male/female

Connec-

tion Frequency
Type system range
DS-NMW N 0-3GHz

DS-N MW

Maximum continuous voltage AC U,
Maximum continuous voltage DC ~ U.
Category

Lightning protection zone LPZ

Number of poles

Rated current I
Wave resistance Z,
Impulse durability wire-wire

Impulse durability wire-earth

Impulse discharge current (10/350) |
Total discharge current (8/20)

Total discharge current (10/350)

imp

Protection level

Frequency range

Insertion loss S,,
Return loss S
Temperature range 9

Installation type

Connection system

Protection rating

Shielding connection available
Shield connection

Testing standard

Pack Weight
Piece kg/100 pc. Item no.
1 12.200 5093996
130V
185V
Type 1+2 / D1+C2
0-2
1
10A
500

C2: 10 kV / 5 KA (8/20us)
C2: 10 kV / 5 KA (8/20us)
2.5 kA

10 KA

5 kA

<800V

0-3GHz

<0,62 dB

214 dB

-40-+80 °C
Connector/cable adapter
N

IP40

Yes

Direct

IEC 61643-21

20

Coaxial data cable protection devices

« High pulsed current carrying capacity 2 x 2.5 kA (10/350)

* Simple mounting (adapter plug), m = plug/f = female connector
« Optimised transmission behaviour

 5-year guarantee

* With N connector

« Including OBO M25 Quick clip for simple installation

Connection options

D
D



https://www.obo.en/article/sku/en-DE/5093996
https://www.obo.en/article/sku/en-DE/5093996
https://www.obo.en/article/sku/en-DE/5093996
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Test marks

American Bureau of Shipping, USA

B“@US

Underwriters Laboratories Inc., USA + CSA,
Canada

AENOR, Producto Certificado, Spain

Osterreichischer Verband fiir Elektrotechnik,
Austria

STOWARZYSZENIE ELEKTRYKOW
POLSKICH, Poland

INSTITUTO ITALIANO DEL MARCHO DI
QUALITA, ltaly

Lightning current-tested

2,

RINA 1861, Ship Classification, Certification
and Services

Lightning current-tested, Class H (100 kA)

Underwriters Laboratories Inc., USA

CEBEC, Belgium

SEMKO An Inchcape Testing Services
Company, Sweden

Canadian Standards Association, Canada

Eidgendssisches Starkstrominspektorat,
Switzerland

DEMKO, Danmarks Elektriske Materielkontrol,
Denmark

South African Bureau of Standards

Deutsches Institut fir Bautechnik Berlin,
Germany

Shock-tested, Bundesamt fiir Zivilschutz,
Germany

Det Norske Veritas

Sahkotarkastuskeskus Elinspektionscentralen
Electrical Inspectorate, Finland

ENEC Austria

Underwriters Laboratories Inc., USA

ATEX certificate for explosive areas

Underwriters Laboratories Inc., USA

ELEKTROTECHNICKY ZKUSEBNI USTAV,
Czech Republic

Verband der Elektrotechnik, Elektronik,
Informationstechnik e.V., Germany

2® A

FIMKO, Finland

German Association of Electricians, tested
safety

[u]
u]

i.g.ﬁ Forschungs- und Materialpriifungsanstalt, 5-year warranty
_ Germany
2 Russia, GOST The State Committee for

Standards

e

Test marks for technical resources, VDE Priif-
und Zertifizierungsinstitut Offenbach,
Germany

Halogen-free; without chlorine, fluorine and
bromine

H
3
Ol

INMETRO, Brazil

e
mm

CcX
>

KEMA-KEUR, Netherlands

Indication of metric products

MAGYAR ELEKTROTECHNIKAI ELLENORZO
INTEZET Budapest, Hungary

NEMKO, Norway

Qo4 ®

AFNOR Quality symbol of the French
standardisation institute

oBO - Always indicate the item number when ordering.






Pictogram explanation

Surfaces

Specific product symbols

FS

Strip galvanised

Diameter 60 mm

Strip galvanised/plastic-coated

(7]
68

Diameter 68 mm

Strip galvanised zinc/aluminium, double dip

Bright

Type
3

Protection device to DIN EN 61643-11 or IEC 61643-
11

Bright, reworked

LPZ
23

Transition from LPZ 2 to LPZ 3

Anodised

5

Acoustic signalling

Hot-dip galvanised

Applications

Electrogalvanised

Remote signalling

GK

Electrogalvanised/plastic-coated

=

>z
2

Acoustic signalling

GCL

Electrogalvanised, yellow-chromatised

@
=]
Z

Integrated Service Digital Network, ISDN applications

Electrogalvanised, yellow passivated

(=]
@
2

Digital Subscriber Line, DSL applications

GTP

Electrogalvanised, transparently passivated

Analogue telecommunication

Primed

Cat

>

4%

@ 8
xo

t

Category 5 TwisterPair

-

Painted

Cat
A

Channel Performance to American EIA/TIA standard

Welding primed

MSR

Measuring, controlling and regulating systems

Hot-dip galvanised

TV applications

Hot-dip galvanised 85 pm

H B

AT

SAT-TV applications

Copper-plated

H

MultiBase base

Nickel-plated

LifeControl

Galvanised, Deltatone 500

wm
HEEEE AR

Galvanised, MAGNI 565

Intrinsically safe protection device for potentially
explosive areas

2

Zinc-aluminium coated, Galfan

Class|

H

Channel Performance to ISO/IEC 11801

Zinc scale

Power over Ethernet

Conformity symbol

230/
400V

230/400 V system

ce

Communautés Européennes, EC declaration of
conformity according to EC directives

Protection rating IP 54

Protection rating IP 65

RoHS-conformant

Ligh

tning protection classes

Quality marks

Halogen-free; without chlorine, fluorine and bromine

Type
1

Protection device to DIN EN 61643-11 or IEC 61643-
11

Flame resistant 650 °C

Flame resistant 750 °C

Type
142

Combination protection device made of type 1
and type 2

Flame resistant 960 °C

UV-resistant

Type
2

Protection device to DIN EN 61643-11 or IEC 61643-
11

oBO - Always indicate the item number when ordering.
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Ligh

tning protection classes

Pictogram explanation

Entries

Type
2+3

Protection device to DIN EN 61643-11 or IEC 61643-
11

4 cable entries

6 cable entries

Type
3

Protection device to DIN EN 61643-11 or IEC 61643-
11

7 cable entries

8 cable entries

Ligh

tning protection zone

9 cable entries

Transition from LPZ 0 to LPZ 1

10 cable entries

Transition from LPZ 0 to LPZ 2

12 cable entries

Transition from LPZ 0 to LPZ 3

10 cable entries ECO

Transition from LPZ 1 to LPZ 2

12 cable entries ECO

13

Transition from LPZ 1 to LPZ 3

14 cable entries ECO

[ = = o or =
o o o o R k]

Transition from LPZ 2 to LPZ 3

16 cable entries

9y)

SS

maintenance of electrical function installation

18 cable entries ECO

Fire-tested systems

Ak Ak JE SE JE JE JE 2K 3 JE Sk R o

24 cable entries

H =

Escape route ceiling mounting with pressure clip

Gland thread

OBO Grip, wall routing type

Thread metric

B E S

OBO Girip, ceiling routing type m Thread Pg

Pressure clip for maintenance of electrical function, Entry size

ceiling mounting

[ | M20 entry

BSS anchor 2 | M25 entry
EI Fire protection anchor U | M32 entry
B Fire protection bolt tie m M40 entry
BSS test marks/material class KTS side heights

Maintenance of electrical function class E30

Cable tray, side height 35 mm

Maintenance of electrical function class E90

Cable tray, side height 60 mm

Clamp clip base shapes

A -

Cable tray, side height 85 mm

_.“. Clamp clip for C profile rail, slot width 11-12 mm @ | Mesh cable tray, side height 35 mm
i Clamp clip for C profile rail, slot width 16-17 mm @ Mesh cable tray, side height 55 mm
A | Clamp clip for C profile rail, slot width 18-22 mm Materials

Diameter A | Fiat steel
| | Diameter 60 mm L Angular steel

Diameter 68 mm

C

U steel

Diameter 70 mm

Q

Round material

7]
68
%]
70
[7)
74

Diameter 74 mm

Always indicate the item number when ordering.




Pictogram explanation

Nominal cross-section Screw heads

E Nominal cross-section 1.5 mm? =) | Philips screw
Nominal cross-section 1.5-2.5 mm? @) Torx screw
E Nominal cross-section 2.5 mm? c2| | Phillips screw
Nominal cross-section 2.5-4 mm? (3| | Pozidriv

B} | Nominal cross-section 4 mm? Firing devices

Nominal cross-section 4-6 mm? Bolt-firing tool
ﬂ Nominal cross-section 6 mm? E Nail device

Nominal cross-section 10 mm?2 Protection rating

Nominal cross-section 16 mm?2

Protection rating IP 20

Nominal voltage Protection rating IP 30

1 | Nominal voltage 400 V Protection rating IP 31
Nominal voltage 500 V m Protection rating IP 44
24 | Nominal voltage 660 V Protection rating IP 54
Polarity Protection rating IP 55
-@- 3-pole E Protection rating IP 65
-E;]- 5-pole E Protection rating IP 66
-m- 7-pole Protection rating IP 67
8-pole Protection rating IP 68
10-pole Metals

-@- 12-pole . Aluminium
Slot widths Al | Aluminium/steel

&, | Slot width 7.5 mm A2 | Stainless steel, rustproof
& | Slotwidth 11 mm Stainless steel, rustproof
& | Slot width 11-12 mm Stainless steel, rustproof

o | Slot width 12 mm Copper

& | Slotwidth 15 mm Brass

& | Slot width 16 mm Steel

& | Slot width 16.5 mm 16 | Malleable iron

&7 | Slot width 16-17 mm B | Diecastznc

| Slot width 17 mm Plastics

> | Slot width 18 mm . Acrylonitrile butadiene styrene

& | Slot width 22 mm . Duroplast, Aminoplast, type 131.5

& Slot width 35 mm . Duroplast, melamine resin, type 150
. Ethylene vinyl acetate

oBO - Always indicate the item number when ordering.
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Plastics

. Fibre-proof material DIN 28091

erk | Fibreglass-reinforced plastic

Rubber mixture

Nitrile rubber

Petrolatum

Polyamide

Polyamide, fibreglass reinforced

Polybutylene terephthalate

Polycarbonate

Polyethylene

Polypropylene

Polypropylene, fibreglass reinforced

Polystyrene

Polyvinylchloride

Cellular polyethylene

Always indicate the item number when ordering.




Alphabetical table of contents

A

Accessories for lightning current arrestor; 58

B

Basic protection for two-core systems with HF; 217
applications 120 V
Bus connector for PDP-OS; 197

C

Card reader PCS-CS...;; 240

Coaxial protection device for 7/16 connection:; 295
male/female

Coaxial protection device for BNC connection:; 289-290, 296
Female/female

Coaxial protection device for F connection:; 292-293
female/female

Coaxial protection device for N connection up to 6; 291
GHz: Male/female

Coaxial protection device for N connection:; 299-300
Male/female

Coaxial protection device for SAT and cable; 294
multiswitch

Coaxial protection device for SMA connection:; 298
female/female

Coaxial protection device for TNC connection:; 297
male/female

Coaxial protection devices for S-UHF connection:; 287-288
Female/female

CombiController V25B 280; 101

Combination arrester for 10Base2-/10Base5 networks; 279
Combination arrester V50, 1-pin + NPE 280 V; 64, 67, 72
Combination arrester V50, 1-pin + NPE with FS 280 V; 68
Combination arrester V50, 1-pin 280 V; 65, 69
Combination arrester V50, 1-pole with FS 280 V; 66, 70
Combination arrester, 3-pole with function display; 53
Combination arrestor for 10Base2-/10Base5 networks; 278
Combination arrestor V50, 1-pole + NPE 280 V; 62, 71
Combination arrestor V50, 1-pole + NPE with FS 280 V; 63
Combination arrestor V50, 1-pole 280 V; 60

Combination arrestor V50, 1-pole with FS 280 V; 61
Combination arrestor, 1-pole; 49-51

Combination arrestor, 1-pole NPE; 51

Combination arrestor, 1-pole with function display; 50
Combination arrestor, 3-pole; 52, 54-55

Combination arrestor, 3-pole + NPE; 54-55

Combination arrestor, 3-pole + NPE with function; 55
display

Combination protection device TD-2/D-HS for ISDN; 263
and DSL systems

Combination protection device TD-2D-V for VDSL; 261
systems

Combination protection device TD-4/I for ISDN and; 262
DSL systems

Combination protection device TELE 4-C for ISDN; 265-266
RJ11

Combination protection for two-core systems with HF; 215-216
applications 5 V

Combined protection device 2in1 for CCTV camera; 283
systems

Combined protection device 3in1 for CCTV camera; 284
systems

Combined protection device LSA BF 180; 269

Connection cable - AL EX ISG; 255

Connection clamp AB EX ISG, angled; 256

Connection clamp AB EX ISG, straight; 256

Connection terminal for through wiring; 101

Coordinated Lightning Controller, upper part; 58

Copper bridges with step width 17.6 mm; 101

Copper bridges with step width 53.4 mm; 102

D

Data cable protection device for coaxial TV / camera; 280
systems

E
Earthing strip; 213, 271
EX ISG H spark gap; 254-255

=

Fastening set for protection devices and DIN profile rail; 281
Fine power protection FC-D for protective contact; 116
socket

Fine power protection FC-ISDN for ISDN telephone; 120
systems and terminals

Fine power protection FC-RJ-D for telephone systems; 121
with RJ12

Fine power protection FC-SAT for SAT systems and; 117
receivers

Fine power protection FC-TAE for telephone systems; 118
and terminals

Fine power protection FC-TV for video, TV and hi-fi; 119
systems

ISOLAB measuring system arrestor tester; 239

L

Lightning arrestor MCF 35, 400/690 V, 1-pole with IR; 75
Lightning arrestor MCF 35, 400/690 V, 3-pole with IR; 76
Lightning strike counter; 239
LightningController - MCF100-NAR-TT; 42-43
LightningController - MCF100-NAR-TT+FS; 43
LightningController - MCF25-NAR-TNC; 32-33
LightningController - MCF25-NAR-TNC+FS; 33
LightningController - MCF30-NAR-TT; 34-35
LightningController - MCF30-NAR-TT+FS; 35
LightningController - MCF38-NAR-TNC; 36-37
LightningController - MCF38-NAR-TNC+FS; 37
LightningController - MCF50-NAR-TT; 38-39
LightningController - MCF50-NAR-TT+FS; 39
LightningController - MCF75-NAR-TNC; 40-41
LightningController - MCF75-NAR-TNC+FS; 41
LightningController Compact - MCF100; 47
LightningController Compact - MCF75; 46
LSA basic protection magazine; 268

LSA connection strip; 270

LSA earthing rail; 272

LSA earthing strip; 271

LSA installation trough; 272

LSA protective housing; 273

LSA separating strip; 270

LSA simple tool; 271

M

Magnetic card holder PCS-H; 241

Magnetic card PCS; 240

MCR protection for 2-pin for power supply, 110 V; 227-230, 232
MCR protection for 2-pole for power supply with; 233-235

remote signalling, 12 V AC/DC

MCR protection for 2-pole for power supply, 110 V; 231

MCR protection for 2-pole power supply with leak; 237
current-free remote signalling, 230 V AC/DC

MCR protection for 2-pole power supply with remote; 236
signalling, 230 V AC

Medium and fine protection FLD for two-core systems; 221-225
Medium and fine protection for two-core systems; 218-220
MK-B magnetic card and holder; 240

Mounting plate, 1-pole; 76-77

oBO - Always indicate the item number when ordering.
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Mounting plate, 1-pole, M10; 76
Mounting plate, 3-pole; 77

P
PDP cover, 2-pin; 179, 196
PDP cover, 2-pin, with OS; 196
PDP cover, 2x 2-pin; 179, 196
PDP cover, 2x 2-pin, with OS; 196
Photovoltaic housing with 4 fuse holders, V25, 900 V; 146
Photovoltaic housing with 4 fuses 10 A; 147-148
Plug-in data cable protection, 2-pin, direct earthing; 163-170,
180-183
Plug-in data cable protection, 2-pin, direct earthing,; 180-183
with visual signalling
Plug-in data cable protection, 2-pin, indirect earthing,; 184-187
with visual signalling
Plug-in data cable protection, 2x2-pin, direct earthing; 171-174,
188-191
Plug-in data cable protection, 2x2-pin, direct earthing,; 188-191
with visual signalling
Plug-in data cable protection, 2x2-pin, indirect earthing; 175-
178,
192-195
Power supply for PDP-OS, 5 V; 196
Protection for field devices; 249-252
PV combination arrester V50, 600 V DC; 134
PV combination arrestor V25, 900 V DC; 131
PV combination arrestor V50, 600 V DC; 133
PV complete block 1,000 V DC; 129-130
PV complete block 1,500 V DC; 127, 135
PV complete block 1000 V DC; 128, 136
PV surge protection V20, 1,000 V DC; 137
PV surge protection V20, 600 V DC; 139-140
PV system solution, type 1+2, for inverter with 1 MPP; 142
trackers, 900 V DC
PV system solution, type 1+2, for inverter with 2 MPP; 144-145
trackers, 900 V DC
PV system solution, type 1+2, to 900 V DC with circuit; 149
breaker (32 A)
PV system solution, type 1+2, with MC4 connector for; 151
inverter with 1 MPP tracker, 900 V DC
PV system solution, type 1+2, with MC4 connector for; 152
inverter with 2 MPP trackers, 900 V DC
PV system solution, type 2, for inverter with 1 MPP; 143
trackers, 1,000 V DC
PV system solution, type 2, to 1,000 V DC with circuit; 150
breaker (32 A)
PV system solution, type 2, with MC4 connector for; 153
inverter with 1 MPP tracker, 1,000 V DC
PV system solution, type 2, with MC4 connector for; 154
inverter with 2 MPP trackers, 1,000 V DC
PV upper part - lightning and surge arrestor, type 1+2; 155-156
PV upper part - surge arrestor, type 2; 157-158

R

Replacement connector for VF remote signalling; 237

S

Series protection device, 2-pole, 12 V version; 209-210
Series protection device, 2-pole, 24 V version; 202-204, 211-

212
Series protection device, 2-pole, 48 V version; 205

Series protection device, 2-pole, 5 V version; 199

Series protection device, 2-pole, 24 V version; 202-204, 211-
212

Series protection device, 4-pole, 5 V version; 208

Series protection device, 4-pole, 48 V version; 245-247
Series protective device, 2-pin, 48 V version; 206-207
Series protective device, 2-pin, 5 V version; 200-201
Surge arrestor V20, 1-pole + NPE and remote; 83
signalling, 280 V

Always indicate the item number when ordering.

Alphabetical table of contents

Surge arrestor V20, 1-pole + NPE, 280 V; 82

Surge arrestor V20, 1-pole with remote signalling, 280; 81

\

Surge arrestor V20, 1-pole, 280 V; 80

Surge protection device CNS 3 D; 122

Surge protection for high-speed networks up to 1 GBit; 275-277

(Class EA/CAT®) .
Surge protection for LED systems USM-20-23011P+PE; 104

Surge protection for LED systems USM-20-23011PE65; 105
Surge protection module; 106-115
Surge protection module 230 V for protective contact; 111

sockets

Surge protection module 230 V for through wiring; 113
Surge protection module 230 V with holder for; 112
mounting boxes GB2 and GB3

Surge protection module for Modul 45 with audible; 115
display

Surge protection module for Modul 45 with visual; 114
display .

Surge protection module USM-10-23011P+PE; 106

Surge protection module USM-10-23011P-0; 107

Surge protection module USM-10-23012P+PE; 108

Surge protection module USM-10-23012P-0; 109

System solution, surge arrestor V20 in housing, 1-pole; 94
+ NPE, 280 V

System solution, V20 surge arrester in housing, 1-pin +; 95
NPE, 280 V

T

Testing unit for lightning barriers; 239

U

Upper part C20 280 V; 96
Upper part NPE-C50; 73
Upper part V20 75 V; 96

Vv

V10 Compact surge arrester; 97-100

V10 Compact surge arrester 150 V; 97

V10 Compact surge arrester with audible signalling; 98

V10 Compact surge arrester with remote signalling; 99

V20 PV surge protection, 1,000 V DC; 138

V20 surge arrester, 1-pin + NPE and remote signalling,; 87, 91

280 V
V20 surge arrester, 1-pin + NPE, 280 V; 86, 90
V20 surge arrester, 1-pin with remote signalling, 280 V; 85, 89,

93
V20 surge arrester, 1-pin, 280 V; 84, 88, 92

V25 PV combination arrester, 900 V DC; 132
V50 cover; 73

VG housing with MCD 50-B/3; 56-57

VG housing with MCD 50-B/3+1; 57

Voltage tap for MCF-NAR series; 44




Numeric directory

GTIN | Iltemno. | Page || GTIN | ltemno. | Page || GTIN |ltemno. |Page| GTIN |ltemno. | Page
/100 pc| 6816088| 5088556 | 154 /pc| /pc,
6190386 | 5012010 | 101 /pc. 6603749 | 5094242 | 128||5683339| 5098380 | 249
6440573 | 5088564 | 151|[5648482| 5094574 | 138|(5683346| 5098382 | 250
6741908 | 5080301 | 163||6440580 | 5088565 | 152|/5709084| 5094576 | 140|(5683384 | 5098390 | 251
6741915/ 5080303 | 164|/6190263| 5088566 | 144||5708872| 5094605 | 139||5683391 | 5098392 | 252
6741922 5080305 | 165|/6329854 | 5088568 | 145||5478621| 5094608 | 137||5406839 | 5098404 | 199
6741939 | 5080307 | 166/6423170| 5088591 | 142 5406846 5098407 | 200
6741946 5080309 | 167|6423187| 5088593 | 143||6159802 | 5095161 80|[5406853| 5098411 | 201
6741953 | 5080311 | 168|(5981176| 5088635 | 149|/6159819| 5095162 84|/5848516| 5098412 | 245
6741960 5080313 | 169|6422654 | 5088640 | 146||6159826 | 5095163 88|(5625124| 5098413 | 208
6741977 |5080315 | 170|(5780717| 5088651 | 147|/6159833| 5095164 92||5787372| 5098415 | 209
6741984 5080317 | 171|/6148561| 5088654 | 148||6161140| 5095251 82|(5773610| 5098419 | 210
6741991 | 5080319 | 172|(5981183| 5088660 | 150|/6161324| 5095252 86//5406860| 5098422 | 202
6742004 | 5080321 | 173 6161331 | 5095253 90||5787389| 5098425 | 211
6742011 5080323 | 174|/5709350| 5089660 | 101(|6162000 | 5095281 81|[5406877| 5098427 | 203
6742028 | 5080325 | 175|/5709367 | 5089662 | 102||6162185 | 5095282 85|(5406884 | 5098431 | 204
6742035| 5080327 | 176 6162338 | 5095283 89|(5848523| 5098432 | 246
6742042 | 5080329 | 177 price/pag 6162819 | 5095284 93||5625131| 5098433 | 212
6742059 5080331 | 178|/5461111| 5091322 | 240||6163014 | 5095331 83|[5406891| 5098442 | 205
6742172| 5080341 | 180|(5461296 | 5091438 | 240|6163243| 5095332 87|/5406907 | 5098446 | 206
6742189 5080343 | 181|/5461470| 5091527 | 241||6163427 | 5095333 91|/5406914 | 5098450 | 207
6742196 5080345 | 182 /pc. 6163557 | 5095364 96|(5848530| 5098452 | 247
6742202 5080347 | 183|/5461654 | 5091683 | 240||6423194 | 5095381 94|/5410461| 5098470 | 213
6742219 5080349 | 184| 6465644 | 5091722 | 239||6423200 | 5095383 95|(5813521| 5098475 | 237
6742226| 5080351 | 185 6329694 | 5095600 96/|5578307 | 5098514 | 218
6746613 | 5080353 | 186/6426713| 5092420 | 107(|6337620 | 5095609 73||5578314| 5098522 | 219
6742233 | 5080355 | 187((6426720| 5092422 | 106 5578338 | 5098557 | 220
6742240 5080357 | 188|/6426751| 5092424 | 109||5425182| 5096786 | 239||5578345| 5098571 | 215
6742257 | 5080359 | 189|6426768| 5092426 | 108||5921738| 5096812 | 239||5578352| 5098575 | 216
6742264 5080361 | 190|/6515400| 5092431 | 104||5544517 | 5096822 58||5578369 | 5098600 | 221
6742271 5080364 | 191|/6515431| 5092433 | 105||5288282 | 5096835 53||5578376| 5098603 | 222
6742288 | 5080365 | 192|(6426690 | 5092441 | 111|/5288299 | 5096836 55||5578383 | 5098611 | 223
6742295| 5080367 | 193|/5080886 | 5092451 | 110||5541158 | 5096849 49|(5578390| 5098630 | 224
6742301 | 5080369 | 194|(5247098 | 5092460 | 113|/5051466 | 5096852 50(|5578413| 5098646 | 225
6742318 5080371 | 195|/5613596| 5092472 | 112||5541394 | 5096865 51
6745845| 5080402 | 179|5952817| 5092701 | 122(|5362029 | 5096874 56//5708902| 5099611 | 157
6745852 | 5080404 | 179|/5035053 | 5092800 | 116|5362036 | 5096875 57|/5708933| 5099708 | 158
6745869 | 5080406 | 179|/5035114| 5092808 | 119||5077077 | 5096877 52
6745876| 5080408 | 179|(5047223| 5092812 | 120|/5077091 | 5096879 54(|6517381| 5240030 | 254
6745883 | 5080410 | 179|/5035176| 5092816 | 117(|5531135 | 5096884 58|/6521180| 5240031 | 255
6745890 | 5080412 | 179|(5035237 | 5092824 | 118|/5531197 | 5096886 58(|6521159| 5240102 | 255
6745906 | 5080414 | 179|/5047254 | 5092828 | 121(|6776368 | 5096900 44|(6521166| 5240104 | 255
6745913 | 5080416 | 179 6585588 | 5096950 32|/6521173| 5240106 | 255
6745937 | 5080422 | 196//5390671| 5093015 | 288||6585595 | 5096953 33|/6524181| 5240360 | 256
6745944 | 5080424 | 196|5390732| 5093023 | 287||6585564 | 5096961 34|16524242| 5240362 | 256
6745951 5080426 | 196//5030881| 5093171 | 295||6585571 | 5096963 35|/6524259| 5240366 | 256
6745968 | 5080428 | 196//5390978| 5093236 | 290||6608805 | 5096971 36|/6524273| 5240370 | 256
6745975| 5080430 | 196|(5391036 | 5093252 | 289|/6608812| 5096973 37(|6524297 | 5240374 | 256
6745982 | 5080432 | 196//5391098| 5093260 | 296 /pc, 6524433| 5240380 | 256
6745999 | 5080434 | 196|(5087250| 5093270 | 297|/5990116| 5096974 75||6524457 | 5240382 | 256
6746002 | 5080436 | 196|5022619| 5093272 | 293||6608782 | 5096975 38|/6524464 | 5240386 | 256
6742158 | 5080452 | 196|5022732| 5093275 | 292 /pc, 6524471 5240390 | 256
6742165| 5080454 | 197|/5867050| 5093277 | 298||5995012 | 5096976 76|/6524488| 5240394 | 256
5076551 | 5093380 97|/6608799 | 5096977 39
6676965 | 5081070 | 283|(6862566 | 5093381 | 100 /pc. 6117611| 6117465 | 115
6676972 | 5081072 | 284 /pc. 6487325 | 5096981 46|(6117673| 6117473 | 114
/pc, 6098583 | 5093382 99|6608768 | 5096982 40
6034352 | 5081690 | 262|/5299448| 5093391 98||6608775 | 5096983 41
6087723| 5081694 | 263| 6412952 | 5093500 60||6608744 | 5096985 42
6427444 5081698 | 261|6412969| 5093502 61 /pc,
5614364 | 5081800 | 275|6159598 | 5093508 73||6487332| 5096987 47
6532766 | 5081802 | 276/|6159604 | 5093511 65(|6608751 | 5096988 43
6532773 | 5081804 | 277|6159628| 5093513 69 /pc,
6415656 | 5081975 | 266|(6159642 | 5093516 661|5995029 | 5096990 76
6415663 | 5081977 | 265|6159659 | 5093518 70/5995036 | 5096992 77
6159666 | 5093522 62|15995043 | 5096994 77
5685333 | 5082382 | 281|6159680 | 5093524 64
6415717 | 5082430 | 278|/6159697 | 5093526 67|/5394099| 5097053 | 101
6415724 | 5082432 | 279(|6159703 | 5093531 63||5708896 | 5097065 | 156
6415731 5082434 | 280|/6159710| 5093533 68|/5478683| 5097447 | 131
6423217 | 5093594 71||5709121| 5097448 | 132
5022978 | 5083400 | 294| 6423224 | 5093596 72||5578116| 5097453 | 227
5478546 5093623 | 133|[5736561| 5097454 | 233
5525134 5084008 | 270|/5709022| 5093625 | 134||5578123| 5097607 | 228
5525196 5084012 | 270|/5708841| 5093726 | 155||5578130| 5097615 | 229
5525257 | 5084016 | 271|/5962243| 5093988 | 299||5578147| 5097623 | 230
5525318 | 5084020 | 268|/5805991| 5093996 | 300||5578154 | 5097631 | 231
5525370 | 5084024 | 269||6463831| 5093998 | 291|(5578161 | 5097650 | 232
5525493 | 5084032 | 272 5578185| 5097820 | 234
5525554 | 5084036 | 272||6603695| 5094210 | 135|(5812258 | 5097822 | 235
5525615 5084040 | 271|/6603701| 5094212 | 136||5578215| 5097858 | 236
5110750 5084048 | 273|/6603718| 5094230 | 129||5578260| 5097939 | 237
6603725 5094232 | 130|(5578277| 5097976 | 217
6816095 | 5088554 | 153|/6603732| 5094240 | 127

oBO - Always indicate the item number when ordering.







Type listing

Type GTIN | Itemno. | Page Type GTIN | ltemno. | Page
/pc. /pc.
AB EX ISG S M10 6524181| 5240360 | 256| |LFC 5425182| 5096786 | 239
AB EX ISG S M12 6524242 | 5240362 256
ABEXISG S M16 6524259| 5240366 | 256| |LSA-A-LEI 5525134| 5084008 | 270
AB EX ISG S M20 6524273| 5240370 | 256| |LSA-BF-180 5525370 5084024 | 269
AB EX ISG S M24 6524297| 5240374 | 256| |LSAB-MAG 5525318| 5084020 | 268
AB EX ISG SW M10 6524433| 5240380 | 256| |LSA-E 5525493 | 5084032 | 272
AB EX ISG SW M12 6524457 | 5240382 256| |LSAE-LEI 5525257| 5084016 | 271
AB EX ISG SW M16 6524464| 5240386 | 256| |LSAG 5110750| 5084048 | 273
AB EX ISG SW M20 6524471| 5240390 | 256| |LSAM 5525554 | 5084036 | 272
AB EX ISG SW M24 6524488| 5240394 | 256| |LSA-T-LEI 5525196| 5084012 | 270
LSA-TOOL 5525615| 5084040 | 271
AL EX ISG 100 6521159| 5240102 255
AL EX ISG 200 6521166| 5240104 | 255 |LSC I+ 6465644 | 5091722 | 239
AL EX ISG 300 6521173| 5240106 | 255
MC V3 5531135| 5096884 58
/100 pe. MC V4 5531197 | 5096886 58
AS 3x16 6190386| 5012010 101
MCD 125-B NPE 5541394 | 5096865 51
/pc. MCD 50-B 5541158| 5096849 49
C20-0-255 6329694| 5095600 96| |MCD 50-B0 5544517 | 5096822 58
MCD 50-B 3 5077077| 5096877 52
C50-0-255 6337620| 5095609 73| |MCD 50-B 3+1 5077091 | 5096879 54
MCD 50-B 3+1-08 5288299 | 5096836 55
CNS 3-DD 5952817| 5092701 122| |MCD 50-B 3+1-VG 5362036| 5096875 57
MCD 50-B 3-0S 5288282 | 5096835 53
DLS-BS 5685333| 5082382 281 MCD 50-B 3-VG 5362029| 5096874 56
MCD 50-B-0S 5051466 5096852 50
DS-7 16 M/W 5030881| 5093171 295
MCF 35-1+FS-440 5990116 5096974 75
DS-BNC M/M 5391098| 5093260 | 296| |MCF 35-P3+FS-440 5995012 | 5096976 76
DS-BNC M/W 5391036| 5093252 289
DS-BNC W/W 5390978| 5093236 | 290 [MCF100-3+NPE+FS 6487332 | 5096987 47
MCF100-NAR-TT 6608744 | 5096985 42
DS-F M/W 5022732| 5093275 | 292| |MCF100-NAR-TT+FS 6608751 | 5096988 43
DS-F W/W 5022619| 5093272 293
MCF25-NAR-TNC 6585588 | 5096950 32
DS-N M/W 5805991| 5093996 | 300| |MCF25-NAR-TNC+FS 6585595 | 5096953 33
DS-N W/W 5962243| 5093988 | 299
DS-N-6 M/W 6463831| 5093998 | 291 MCF30-NAR-TT 6585564 | 5096961 34
MCF30-NAR-TT+FS 6585571| 5096963 35
DS-SMA W/W 5867050| 5093277 298| [MCF38-NAR-TNC 6608805| 5096971 36
MCF38-NAR-TNC+FS 6608812| 5096973 37
DS-TNC M/W 5087250| 5093270 | 297
MCF50-NAR-TT 6608782 | 5096975 38
EX ISG H 6517381| 5240030 | 254 |MCF50-NAR-TT+FS 6608799| 5096977 39
EX ISG H 350 6521180| 5240031 255
/pc.
FC-D 5035053| 5092800 116| |MCF75-3+FS 6487325| 5096981 46
MCF75-NAR-TNC 6608768| 5096982 40
FCISDN-D 5047223| 5092812 120| |MCF75-NAR-TNC+FS 6608775| 5096983 41
FC-RJD 5047254 | 5092828 121 /pc.
MCF-MS-M10 5995029 | 5096990 76
FC-SAT-D 5035176| 5092816 117| |MCF-MS-P1 5995036| 5096992 77
MCF-MS-P3 5995043 | 5096994 77
FC-TAE-D 5035237 | 5092824 118| |MCF-NAR-SMG 6776368| 5096900 44
FC-TV-D 5035114| 5092808 119
/pc.
FDB-2 24-M 5683339| 5098380 | 249 [MDP-2 D-12-T-10 5787372 5098415 | 209
FDB-2 24N 5683384| 5098390 | 251 MDP-2 D-24-T 5406860 5098422 | 202
FDB-3 24-M 5683346| 5098382 250 [MDP-2 D-24-T-10 5787389| 5098425 | 211
FDB-3 24-N 5683391| 5098392 252 [MDP-2 D-48-T 5406891 5098442 | 205
MDP-2 D-5-T 5406839| 5098404 199
FLD 110 5578413| 5098646 | 225| |MDP-3D-24-T 5406877 | 5098427 | 203
FLD 12 5578376| 5098603 | 222 |MDP-3 D-48T 5406907 | 5098446 | 206
FLD 24 5578383| 5098611 223 |MDP-3 D-5-T 5406846 5098407 | 200
FLD 48 5578390| 5098630 | 224| |MDP-4 D-12-T-10 5773610 5098419 | 210
FLD 5 5578369| 5098600 | 221 MDP-4 D-24-EX 5848523| 5098432 | 246
MDP-4 D-24-T 5406884 | 5098431 204
FRD 110 5578338| 5098557 220 [MDP-4 D-24-T-10 5625131| 5098433 | 212
FRD 24 5578307| 5098514 | 218| |MDP-4 D-48-EX 5848530 5098452 | 247
FRD 24 HF 5578352| 5098575 | 216| |MDP-4 D-48-T 5406914 | 5098450 | 207
FRD 48 5578314 | 5098522 219 [MDP-4 D-5-EX 5848516 5098412 | 245
FRD 5 HF 5578345| 5098571 215| |MDP-4 D-5T 5406853 | 5098411 201
MDP-4 D-5-T-10 5625124| 5098413 | 208
ISOLAB 5921738| 5096812 239
price/pac
KB MB 5709350| 5089660 101 MK-B 5461111 5091322 | 240
KB MB 5709367 | 5089662 102
/pc.
KOAX B-E2 FF-F 6415731 5082434 | 280 |ND-CAT6/E-B 6532773 | 5081804 | 277
KOAX B-E2 MF-C 6415717| 5082430 | 278| |ND-CAT6/E-F 6532766| 5081802 | 276
KOAX B-E2 MF-F 6415724 | 5082432 279| |ND-CATBA/EA 5614364 5081800 | 275

oBO - Always indicate the item number when ordering.
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Type listing

Type GTIN | Itemno. | Page Type GTIN | ltemno. | Page
price/pac /pc.

PCS 5461296| 5091438 | 240| |USM-10-23012P-0 6426751| 5092424 109
USM-20-23011P+PE 6515400| 5092431 104
/pc. USM-20-23011PE65 6515431| 5092433 105
PCS-CS-D 5461654| 5091683 | 240 |USM-A 5080886| 5092451 110
price/pac USM-A-2 5247098 | 5092460 1183
PCSH 5461470| 5091527 241 USM-A-4 5613596 | 5092472 112
USM-ST-230-1P+PE 6426690| 5092441 111

PDP-2-12-D 6741915| 5080303 164
PDP-2-12-D-0S 6742189| 5080343 181 USS 45-A-RW 6117611 6117465 115
PDP-2-12- 6741953| 5080311 168| |USS 45-0-RW 6117673| 6117473 114

PDP-2-12--0S 6742226| 5080351 185
PDP-2-24-D 6741922 5080305 165| |V10 COMPACT 255 5076551| 5093380 97
PDP-2-24-D-0S 6742196| 5080345 182| |V10 Compact2.0 6862566| 5093381 100

PDP-2-24-| 6741960| 5080313 169 /pc.

PDP-2-24--0S 6746613| 5080353 186| |V10 COMPACT-AS 5299448| 5093391 98
PDP-2-48-D 6741939 5080307 166 |V10 COMPACTFS 6098583 | 5093382 99

PDP-2-48-D-OS 6742202| 5080347 183
PDP-2-48-| 6741977| 5080315 170| |V20-0-280 6163557 | 5095364 96
PDP-2-48--0S 6742233| 5080355 187| |V20-1+FS-280 6162000| 5095281 81
PDP-2-5-D 6741908| 5080301 163| |V20-1+NPE+FS-280 6163014| 5095331 83
PDP-2-5-D-0S 6742172| 5080341 180 |V20-1+NPE-280 6161140| 5095251 82
PDP-2-5- 6741946| 5080309 167| |V20-1-280 6159802| 5095161 80
PDP-2-5-0S 6742219| 5080349 184| |V20-2+FS-280 6162185 5095282 85
PDP-2x2-12-D 6741991| 5080319 172| | V20-2+NPE+FS-280 6163243| 5095332 87
PDP-2x2-12-D-0S 6742257| 5080359 189| |V20-2+NPE-280 6161324 | 5095252 86
PDP-2x2-12-] 6742035| 5080327 176| |V20-2-280 6159819| 5095162 84
PDP-2x2-12--0S 6742295| 5080367 193| |V20-3+FS-280 6162338 | 5095283 89
PDP-2x2-24-D 6742004| 5080321 173| |V20-3+NPE+FS-280 6163427| 5095333 91
PDP-2x2-24-D-0OS 6742264| 5080361 190| |V20-3+NPE-280 6161331 5095253 90
PDP-2x2-24-| 6742042| 5080329 177| |Vv20-3-280 6159826 | 5095163 88
PDP-2x2-24--0S 6742301| 5080369 194| |V20-4+FS-280 6162819| 5095284 93
PDP-2x2-48-D 6742011| 5080323 174| |V20-4-280 6159833 | 5095164 92
PDP-2x2-48-D-0S 6742271| 5080364 191| | V20-C 0-300PV 5708902| 5099611 157
PDP-2x2-48-| 6742059| 5080331 178| |V20-C 0-500PV 5708933 | 5099708 158
PDP-2x2-48--0S 6742318| 5080371 195 |V20-C 3-PH-1000 5478621| 5094608 137
PDP-2x2-5-D 6741984| 5080317 171| | V20-C 3PH-600 5708872 | 5094605 139
PDP-2x2-5-D-OS 6742240 5080357 188| |V20-C 3PHFS-1000 5648482 | 5094574 138
PDP-2x2-5-1 6742028| 5080325 175| |V20-C 3PHFS-600 5709084 | 5094576 140

PDP-2x2-5--0S 6742288 | 5080365 192
PDP-BC 6742165| 5080454 197| |V25-B+C 0-280 5394099| 5097053 101
PDP-P-2-12 6745852| 5080404 179| | V25-B+C 0-450PV 5708896 | 5097065 156
PDP-P-2-12-0S 6745944| 5080424 196| |V25-B+C 3-PH900 5478683| 5097447 131
PDP-P-2-24 6745869| 5080406 179| | V25-B+C 3PHFS900 5709121 | 5097448 132

PDP-P-2-24-0S 6745951| 5080426 196
PDP-P-2-48 6745876| 5080408 179| |V50-0-280 6159598| 5093508 73
PDP-P-2-48-0S 6745968| 5080428 196| |V50-1+FS-280 6412969 | 5093502 61
PDP-P-2-5 6745845 5080402 179| | V50-1+NPE+FS-280 6159703| 5093531 63
PDP-P-2-5-0S 6745937| 5080422 196| |V50-1+NPE-280 6159666 | 5093522 62
PDP-P-2x2-12 6745890 5080412 179| |V50-1-280 6412952| 5093500 60
PDP-P-2x2-12-0S 6745982| 5080432 196| |V50-2+NPE-280 6159680 | 5093524 64
PDP-P-2x2-24 6745906| 5080414 179 |V50-3+FS-280 6159642 | 5093516 66
PDP-P-2x2-24-0S 6745999| 5080434 196| |V50-3+NPE+FS-280 6159710| 5093533 68
PDP-P-2x2-48 6745913| 5080416 179 | V50-3+NPE-280 6159697 | 5093526 67
PDP-P-2x2-48-0S 6746002| 5080436 196| |V50-3-280 6159604 | 5093511 65
PDP-P-2x2-5 6745883| 5080410 179| | V50-4+FS-280 6159659 | 5093518 70
PDP-P-2x2-5-0S 6745975| 5080430 196| |V50-4-280 6159628| 5093513 69
PDP-PS 6742158| 5080452 196| |V50-B+C 0-300PV 5708841 | 5093726 155
V50-B+C 3-PH600 5478546| 5093623 133
PND-2in1-C-0S 6676965| 5081070 | 283| |V50-B+C 3PHFS600 5709022 | 5093625 134

PND-3in1-C-0S 6676972 5081072 284
VB-MDP 10-MD 5410461| 5098470 | 213

PVG-C1000S100 6816095| 5088554 153
PVG-C1000S110 6816088| 5088556 154| |VF110-AC DC 5578154| 5097631 231
/pc. VF12-AC DC 5578116| 5097453 | 227
RJT1-TELE 4-C 6415656| 5081975 | 266| |VF12-AC/DC-FS 5736561 5097454 | 233

RJT1-TELE 4-F 6415663 | 5081977 265
VF2-230-AC/DC-FS 5578260| 5097939 | 237

S-UHF M/W 5390732| 5093023 | 287
S-UHF W/W 5390671| 5093015 | 288| [VF230-AC/DC 5578161| 5097650 | 232
VF230-AC-FS 5578215| 5097858 | 236

TD-2/D-HS 6087723| 5081694 | 263
TD-2D-V 6427444| 5081698 | 261| |VF24-AC/DC 5578123 | 5097607 | 228
VF24-AC/DC-FS 5578185| 5097820 | 234

TD-4/1 6034352| 5081690 | 262
VF48-AC/DC 5578130 5097615 | 229
TKS-B 5578277| 5097976 | 217| |VF48-AC/DCFS 5812258| 5097822 | 235
TV 4+1 5022978| 5083400 | 294| |VF60-AC/DC 5578147| 5097623 | 230
USM-10-23011P+PE 6426720 5092422 106 |VF-FS 5813521 | 5098475 | 237

USM-10-23011P-0 6426713| 5092420 107
USM-10-23012P+PE 6426768| 5092426 108| |VG-BC DC-TS900 5981176 5088635 149

Always indicate the item number when ordering. - oBO




Type listing

Type GTIN | Itemno. | Page
/pc.
VG-BC PV900KS4 6422654 | 5088640 | 146
VG-BC900ST 6440573 | 5088564 | 151
VG-BC900S11 6440580 | 5088565 | 152
VG-BCPV900K 22 6190263 | 5088566 | 144
VG-C DCPH1000-4S 5780717 | 5088651 147
VG-C DC-TS1000 5981183| 5088660 | 150
VG-C PV1000KS4 6148561| 5088654 | 148
VG-CPV1000K 22 6329854 | 5088568 | 145
VG-V20-1+NPE-280 6423194 | 5095381 94
VG-V20-3+NPE-280 6423200 5095383 95
VG-V20-C3-PH1000 6423187| 5088593 | 143
VG-V25-BC3-PH900 6423170 5088591 142
VG-V/50-1+NPE-280 6423217 | 5093594 71
VG-V50-3+NPE-280 6423224 | 5093596 72
V-PV-T1+2-1000 6603718| 5094230 | 129
V-PV-T1+2-1000FS 6603725| 5094232 | 130
V-PV-T1+2-1500 6603732| 5094240 | 127
V-PV-T1+2-1500FS 6603749| 5094242 | 128
V-PV-T2-1500 6603695| 5094210 | 135
V-PV-T2-1500+FS 6603701| 5094212 | 136

oBO - Always indicate the item number when ordering.
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	Surge arrester V10 Compact with audible signalling 255 V
	5093 39 1

	Surge arrester V10 Compact with remote signalling 255 V
	5093 38 2

	Surge arrester V10 Compact
	5093 38 1


	Upper parts
	CombiController V25, upper part 280 V
	5097 05 3


	Accessories
	Connection terminal for through-wiring
	5012 01 0

	Copper bridge with step width 53.4 mm
	5089 66 2


	Copper bridge with step width 17.6 mm
	5089 66 0

	Fine power protection, fixed installation
	Surge protection for LED systems ÜSM-20-230I1P+PE
	5092 43 1

	Surge protection for LED systems ÜSM-20-230I1PE65
	5092 43 3

	Surge protection module ÜSM-10-230l1P+PE
	5092 42 2

	Surge protection module ÜSM-10-230l1P-0
	5092 42 0

	Surge protection module ÜSM-10-230l2P+PE
	5092 42 6

	Surge protection module ÜSM-10-230l2P-0
	5092 42 4

	Surge protection module 230 V
	5092 45 1

	Fine power protection 230 V protective contact sockets
	5092 44 1

	Surge protection module 230 V with holder for GB2 and GB3 mounting boxes
	5092 47 2

	Surge protective device 230 V for through wiring
	5092 46 0

	Fine power protection for Modul 45 with acoustic function display
	6117 47 3

	Surge protection module for Modul 45 with audible signalling
	6117 46 5


	Fine power protection, connectable
	FineController FC-D for protective contact socket
	5092 80 0

	FineController FC-SAT for SAT systems and receivers
	5092 81 6

	FineController FC-TAE for telephone systems and terminals
	5092 82 4

	FineController FC-TV for video, TV and hi-fi systems
	5092 80 8

	FineController FC-ISDN for ISDN telephone systems and terminals
	5092 81 2

	FineController FC-RJ-D for telephone systems with RJ12
	5092 82 8

	Surge protective device CNS 3 D
	5092 70 1



	Photovoltaics
	PV systems
	PV lightning current and surge protection
	PV complete block 1500 V DC
	5094 24 0

	PV complete block 1500 V DC with remote signalling
	5094 24 2

	PV complete block 1,000 V DC
	5094 23 0

	PV complete block 1,000 V DC with remote signalling
	5094 23 2

	PV combination arrester V25, 900 V DC
	5097 44 7

	PV combination arrester V25, 900 V DC with remote signalling
	5097 44 8

	PV combination arrester V50, 600 V DC
	5093 62 3

	PV combination arrester V50, 600 V DC with remote signalling
	5093 62 5


	PV surge protection
	PV complete block 1500 V DC
	5094 21 0

	PV complete block 1500 V DC with remote signalling
	5094 21 2

	PV surge protection V20, 1000 V DC
	5094 60 8

	PV surge protection V20, 1000 V DC with remote signalling
	5094 57 4

	PV surge protection V20, 600 V DC
	5094 60 5

	PV surge protection V20, 600 V DC with remote signalling
	5094 57 6


	PV generator connection box
	PV system solution, type 1+2, for inverter with 1 MPP tracker, 900 V DC
	5088 59 1

	PV system solution, type 2, for inverter with 1 MPP tracker, 1,000 V DC
	5088 59 3

	PV system solution, type 1+2, for inverter with 2 MPP trackers, 900 V DC
	5088 56 6

	PV system solution, type 2, for inverter with 2 MPP trackers, 1,000 V DC
	5088 56 8

	Photovoltaic housing with 4 fuse holders, V25, 900 V
	5088 64 0

	Photovoltaic housing with 4 fuses 10 A
	5088 65 1

	Photovoltaic housing with 4 fuse holders, unequipped
	5088 65 4

	PV system solution, type 1+2, to 900 V DC with switch disconnector (32 A)
	5088 63 5

	PV system solution, type 2, to 1000 V DC with switch disconnector (32 A)
	5088 66 0

	PV system solution, type 1+2, with MC4 connector for inverter with 1 MPP tracker, 900 V DC
	5088 56 4

	PV system solution, type 1+2, with MC4 connector for inverter with 2 MPP trackers, 900 V DC
	5088 56 5

	PV system solution, type 2, with MC4 connector for inverter with 1 MPP tracker, 1,000 V DC
	5088 55 4

	PV system solution, type 2, with MC4 connector for inverter with 2 MPP trackers, 1,000 V DC
	5088 55 6


	Accessories
	PV CombiController V50, plug-in arrester, type 1+2
	5093 72 6

	PV CombiController V25, plug-in arrester, type 1+2
	5097 06 5

	PV SurgeController V20, plug-in arrester, type 2
	5099 61 1
	5099 70 8



	MCR technology
	MCR technology
	Plug-in data cable protection
	Pluggable data line protection, 2-pole, direct earthing
	5080 30 1
	5080 30 3
	5080 30 5
	5080 30 7

	Pluggable data line protection, 2-pole, indirect earthing
	5080 30 9
	5080 31 1
	5080 31 3
	5080 31 5

	Pluggable data line protection, 2x2-pole, direct earthing
	5080 31 7
	5080 31 9
	5080 32 1
	5080 32 3

	Pluggable data line protection, 2x2-pole, indirect earthing
	5080 32 5
	5080 32 7
	5080 32 9
	5080 33 1

	Plug-in arrester PDP, 2-pole
	5080 40 2
	5080 40 4
	5080 40 6
	5080 40 8

	Connectable data cable protection, 2-pole, direct earthing, with visual signalling, 5 V
	5080 34 1

	Connectable data cable protection, 2-pole, direct earthing, with visual signalling, 12 V
	5080 34 3

	Connectable data cable protection, 2-pole, direct earthing, with visual signalling, 24 V
	5080 34 5
	5080 34 7

	Connectable data cable protection, 2-pole, indirect earthing, with visual signalling, 5 V
	5080 34 9

	Connectable data cable protection, 2-pole, indirect earthing, with visual signalling, 12 V
	5080 35 1

	Connectable data cable protection, 2-pole, indirect earthing, with visual signalling, 24 V
	5080 35 3

	Connectable data cable protection, 2-pole, indirect earthing, with visual signalling, 48 V
	5080 35 5

	Connectable data cable protection, 2x2-pole, direct earthing, with visual signalling, 5 V
	5080 35 7

	Connectable data cable protection, 2x2-pole, direct earthing, with visual signalling, 12 V
	5080 35 9

	Connectable data cable protection, 2x2-pole, direct earthing, with visual signalling, 24 V
	5080 36 1

	Connectable data cable protection, 2x2-pole, direct earthing, with visual signalling, 48 V
	5080 36 4

	Connectable data cable protection, 2x2-pole, indirect earthing, 5 V
	5080 36 5

	Connectable data cable protection, 2x2-pole, indirect earthing, 12 V
	5080 36 7

	Connectable data cable protection, 2x2-pole, indirect earthing, 24 V
	5080 36 9

	Connectable data cable protection, 2x2-pole, indirect earthing, 48 V
	5080 37 1

	Plug-in arrester PDP, 2-pole, with OS
	5080 42 2
	5080 42 4
	5080 42 6
	5080 42 8

	Bus connector for PDP-OS
	5080 45 4


	Plug-in arrester PDP, 2x2-pole
	5080 41 0
	5080 41 2
	5080 41 4
	5080 41 6

	Plug-in arrester PDP, 2x2-pole, with OS
	5080 43 0
	5080 43 2
	5080 43 4
	5080 43 6

	Power supply for PDP-OS, 5 V
	5080 45 2

	Series protection devices
	Series protection device, 2-pole, 5 V version
	5098 40 4

	Series protection device, 3-pole, 5 V version
	5098 40 7

	Series protection device, 4-pole, 5 V version
	5098 41 1

	Series protection device, 2-pole, 24 V version
	5098 42 2

	Series protection device, 3-pole, 24 V version
	5098 42 7

	Series protection device, 4-pole, 24 V version
	5098 43 1

	Series protection device, 2-pole, 48 V version
	5098 44 2

	Series protection device, 3-pole, 48 V version
	5098 44 6

	Series protection device, 4-pole, 48 V version
	5098 45 0


	Series protection devices up to 10 A
	Series protection device, 4-pole, 5 V version
	5098 41 3

	Series protection device, 2-pole, 12 V version
	5098 41 5

	Series protection device, 4-pole, 12 V version
	5098 41 9

	Series protection device, 2-pole, 24 V version
	5098 42 5

	Series protection device, 4-pole, 24 V version
	5098 43 3


	Accessories
	Earthing strip
	5098 47 0


	MCR protection for two-core systems
	Combination protection for two-core systems with HF applications 5 V
	5098 57 1

	Combination protection for two-core systems with HF applications 24 V
	5098 57 5

	Basic protection for two-core systems with HF applications 120 V
	5097 97 6

	Medium and fine protection FRD for two-core systems 24 V
	5098 51 4

	Medium and fine protection FRD for two-core systems 48 V
	5098 52 2

	Medium and fine protection FRD for two-core systems 110 V
	5098 55 7

	Medium and fine protection FLD for two-core systems 5 V
	5098 60 0

	Medium and fine protection FLD for two-core systems 12 V
	5098 60 3

	Medium and fine protection FLD for two-core systems 24 V
	5098 61 1

	Medium and fine protection FLD for two-core systems 48 V
	5098 63 0

	Medium and fine protection FLD for two-core systems 110 V
	5098 64 6


	MCR protection for 2-pole power supply
	MCR protection for 2-pole power supply, 12 V
	5097 45 3

	MCR protection for 2-pole for power supply, 24 V
	5097 60 7

	MCR protection for 2-pole for power supply, 48 V
	5097 61 5

	MCR protection for 2-pole for power supply, 60 V
	5097 62 3

	MCR protection for 2-pole for power supply, 110 V
	5097 63 1

	MCR protection for 2-pole for power supply, 230 V
	5097 65 0

	MCR protection for 2-pole for power supply with remote signalling, 12 V AC/DC
	5097 45 4

	MCR protection for 2-pole power supply with remote signalling, 24 V AC/DC
	5097 82 0

	MCR protection for 2-pole power supply with remote signalling, 48 V AC/DC
	5097 82 2

	MCR protection for 2-pole power supply with remote signalling, 230 V AC
	5097 85 8

	MCR protection for 2-pin for power supply with leak current-free remote signalling, 230 V AC/DC
	5097 93 9


	Replacement connector for VF remote signalling
	5098 47 5

	Measuring technology
	Lightning current meter
	Lightning strike and surge counter
	5091 72 2


	Testing devices
	ISOLAB measuring system arrester tester
	5096 81 2


	Testing unit for lightning barriers
	5096 78 6

	Card reader
	Card reader PCS-CS..
	5091 68 3


	Magnetic cards and holders
	Magnetic card PCS
	5091 43 8

	Magnetic card holder PCS-H
	5091 52 7


	Magnetic card and holder MK-B
	5091 32 2


	Ex area
	Surge protection
	EX series protection devices
	Series protection device, 4-pole, 5 V version
	5098 41 2

	Series protection device, 4-pole, 24 V version
	5098 43 2

	Series protection device, 4-pole, 48 V version
	5098 45 2


	EX field device technology
	Protection for field devices, 2-pole, 24 V, metric
	5098 38 0

	Protection for field devices, 3-pole, 24 V, metric
	5098 38 2

	Protection for field devices, 2-pole, 24 V, NPT
	5098 39 0

	Protection for field devices, 3-pole, 24 V, NPT
	5098 39 2


	Spark gaps
	EX ISG spark gaps
	EX ISG H spark gap
	5240 03 0

	EX ISG H spark gap, with one cable
	5240 03 1


	Connection components
	Connection cable ‒ AL EX ISG
	5240 10 2
	5240 10 4
	5240 10 6

	Connection clamp AB EX ISG, straight
	5240 36 0
	5240 36 2
	5240 36 6
	5240 37 0
	5240 37 4


	Connection clamp AB EX ISG, angled
	5240 38 0
	5240 38 2
	5240 38 6
	5240 39 0
	5240 39 4


	Data and information technology
	Data technology
	Telecommunications
	Combination protection device TD-2D-V for VDSL systems
	5081 69 8

	Combination protection device TD-4/I for ISDN and DSL systems
	5081 69 0

	Combination protection device TD-2/D-HS for ISDN and DSL systems
	5081 69 4

	Fine protection device TELE 4-F for ISDN RJ11
	5081 97 7

	Combination protection device TELE 4-C for ISDN RJ11
	5081 97 5


	LSA-Plus systems
	LSA basic protection magazine
	5084 02 0

	Combination protection device LSA BF 180
	5084 02 4

	LSA connection strip
	5084 00 8

	LSA earthing strip
	5084 01 6

	LSA earthing rail
	5084 03 2

	LSA protective housing
	5084 04 8


	LSA separating strip
	5084 01 2

	LSA simple tool
	5084 04 0

	LSA installation trough
	5084 03 6

	Network technology
	Surge protection for high-speed networks up to 10 GBit (Class EA/CAT6A)
	5081 80 0

	Surge protection for high-speed networks up to 1 GBit (Class ND-CAT6/E-F)
	5081 80 2

	Surge protection for high-speed networks up to 1 GBit (Class ND-CAT6/E-B)
	5081 80 4

	Combination arrester for 10Base2-/10Base5 networks
	5082 43 0

	Fine protection for 10Base2-/10Base5 networks
	5082 43 2

	Data cable protection device for coaxial TV / camera systems
	5082 43 4

	Fastening set for DIN profile rail
	5082 38 2


	Camera systems
	Combined protection device 2in1 for CCTV camera systems
	5081 07 0

	Combined protection device 3in1 for CCTV camera systems
	5081 07 2


	Transmission and reception units
	Transmission and reception technology
	Coaxial protection devices for S-UHF connection: male/female
	5093 02 3

	Coaxial protection devices for S-UHF connection: female/female
	5093 01 5

	Coaxial protection device for BNC connection: male/female
	5093 25 2

	Coaxial protection device for BNC connection: female/female
	5093 23 6

	Coaxial protection device for N connection up to 6 GHz: male/female
	5093 99 8

	Coaxial protection device for F connection: male/female
	5093 27 5

	Coaxial protection device for F connection: female/female
	5093 27 2

	Coaxial protection device for SAT and cable multi-switch
	5083 40 0

	Coaxial protection device for 7/16 connection: male/female
	5093 17 1

	Coaxial protection device for BNC connection: male/male
	5093 26 0

	Coaxial protection device for TNC connection: male/female
	5093 27 0

	Coaxial protection device for SMA connection: female/female
	5093 27 7

	Coaxial protection device for N connection: female/female
	5093 98 8

	Coaxial protection device for N connection: male/female
	5093 99 6
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